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TFB-30 t4&efgtx (PVF//PET//FFC)
TECHNICAL DATA OF TFB-30
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i e pm GB/T 13542.2-2009 300
ﬁﬁ@}ﬁ Nominal thickness
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$5K5RE Tensile strength (MD) N/mm* GB/T 13542.2-2009 168
o w | E ; H5KERE Tensile strength (TD) N/mm?* GB/T 13542.2-2009 176
SD | ar M Od u | e B EleS h ee-t HTZ4{H4<ZE Elongation at break (MD) % GB/T 13542.2-2009 170
EI J . TF B 3 O HTZ4{H4<2E Elongation at break (TD) % GB/T 13542.2-2009 137
5 : 48 Shrinkage 150°Cx30min (MD) % GB/T 13542.2-2009 0.55
48 Shrinkage 150°Cx30min (TD) % GB/T 13542.2-2009 0
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Fully meet fire resistance rating requirements of UL Type 1 and IEC Class A B e /PET)Inter-layer adhesion N/10mm OB 7019 9
%M N (FFC//PET)Coating adhesion 4N grade GB/T 9286-1998 0
Fﬂ#%ﬁ ( TF B—30 ) SEVARSESEE(308R) Peeling strength with EVA(Initial) N/10mm GB/T 2790-1995 65
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SEPHEEE Partial Discharge vDC GB/T 60664-1-2007 1061
3. FFCRERREERE 15um, MEIMEGEERE, BHFEE;
4, gAEERENRES, SAFEE1300mm. JKFES3HEIFE Moisture Vapor Transmission Rates g/m*d GB/T 26253-2010 1.70
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No delamination,no bubble

FEATURES OF PRODUCTS ( TFB-30)

1. Double-sided fluorine structure (PVF//PET//FFC), integrating Tedlar (Dupont). ZEFFLE(Daikin) and
FFC patented technology (Jolywood);

TrE. TR, “b=2

No delamination,no bubble

T4rE. TR, “b=2

No delamination,no bubble

SHMTUMIE UV pretreatment (15kwh) - IEC 61215-2005

Super UV (65T x65%RH,60kwh) = GB/T 16422.2-2014

2. FFC fluorocarbon inner coating technology, easier for module rework, no delamination; SMRteE . GB/T 17748-2008  TRE. FEE. TS, TRE. THE
Visually inspect No delamination, bubble or fold No peeling or no powdering
3. FFC fluorocarbon inner coating with thickness 15um, excellent in UV resistance, non—yellowing; FEAKARIE ( #BrkE24h) SEHEN
Boiling water treatment Coating sdlesion %ﬂ grade GB/T 9286-1998 0
4. Made—to-order backsheet with width under 1300mm is available. (boiled for 24h) -
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Adhesive {i}ﬁggcff_%ﬁ: Visually inspect 1EG B1215-2005 No delamination,bubble or fold
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TC200 Breakdown voltage kv GBIT-13542.2-2000 =16
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24h/FEHA. 10 ) HEHEE
HF10 after TC50 Breakdown voltage Kv GB/T 13542.2-2009 =16
s ; w3 _ : _ THE. T
TH B AR TE Acid/Alkali resistance GB/T 17748-2008 No delamination or bubble
| 2 - : THE. T
THELEE salt spray resistance GB/T 2423.17-2008 Nio Aelamiaation or ikkia
i: FFCAREARISMERARSY. EF -, HESR 155.3
Remarks: FFC is a special tetra-fluoro polymer owned by Jolywood. ERE B Falling abrasive resistance L GB/T 23988-2009 *
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(¥FER#E Standard sand diameter: 0.25-0.65mm)

[ Blb#ana®E Remark: The above data are typical values.




