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PHYSICAL CHARACTERISTICS

Dimension 156mm x 156mm + 0.5mm
Thickness 200um = 20um

Front Contact (-)  Blue Antireflective Coating (silicon nitride), Texturized Surface(acid), Two 1.8 mm Segment Bus Bars (silver)
Back Contact (+) Back-Surface Field (aluminum), 2.7 mm Wide Segment Soldering Pads (silver/aluminum)

ELECTRICAL CHARACTERISTICS

Model Code T1M-1740 T1M-1720 T1M-1700 T1M-1680 T1M-1660 T1M-1640 T1M-1620 T1M-1600 T1M-1580

Efficiency (%) 17.4 17.2 17.0 16.8 16.6 16.4 16.2 16.0 15.8
Pmax (W) 4.23 4.19 4.14 4.09 4.04 3.99 3.94 3.89 3.85
Voc (V) 0.626 0.625 0.623 0.622 0.620 0.618 0.617 0.616 0.614
Isc (A) 8.60 8.59 8.50 8.46 8.39 8.30 8.25 8.18 8.15
Vm v) 0.52 0.52 0.52 0.51 0.51 0.51 0.51 0.51 0.51
Im (A) 8.08 8.00 7.95 7.87 7.81 7.73 7.65 7.60 7.53
All Data under Standard Test Condition : 1000 W/m? , AM1.5 , 25°C. Efficiency range : + 0.1% abs
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TEMPERATURE COEFFICIENTS
Power : -0.401%/ °K Voltage : -0.33%/ °K Current : 0.04%/°K
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Tel: 886 3272 6688 Email: tainergy@tainergy.com.tw

Tail‘lergy Tech co. 886 3 455 5807 Website: www.tainergy.com.tw
Fax: 886 3 455 5383




