156mm x 156mm Monocrystalline silicon solar cell (15156 Diazozmm)
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156mm x 256mm Monocrystalline silicon solar cell

Max Power Max Power | Short Circuit Open Circuit
Efficiency Power Fill Factor
Model Ceurrent Voltage Current Voltage
Eff{%) Ppm(W) Ipmi(A) Vpm(V) Isc(A) Voc(V) FF(%)
SPSM1565-51 =17.5% 4.199 8.048 0.521 8.607 0.626 77.98
SPSM1568-582 17.30%~17.50% 4,153 B.015 0.518 8.590 0.623 71.57
SPSM1565-53 17.10%~17.30% 4.109 7.979 0.515 8.580 0.621 7111
SPSMI56S-H1 16.90%~17.10% 4.063 7.939 0.511 8.579 0.620 76.50
SPSMI156S-H2 16.70%—~16.90% 4.017 7.899 0.508 8.571 0.617 7591
SPSM1565-H3 16.50%~16.70% 3.969 7.835 0.506 8.544 0.617 75.26
SPSM1565-H4 16.30%~16.50% 3.919 7.741 0.506 8.521 0.617 74.46
SPSMI156S-H5 16.10%~—~16.30% 3.870 7.650 0.506 8.509 0.617 73.61
SPSM1568-M1 15.90%~16.10% 3.821 7.527 0.507 8.499 0.617 72.66
SPSM1565-M2 15.70%~15.90% 3.775 7.435 0.508 8.469 0.617 72.16
SPSMI1565-M3 15.50%—~15.70% 3.727 7.385 0.504 8.473 0.618 71.17
SPSM1565-M4 15.00%~15.50% 3.648 7.291 0,500 8.481 0.618 09.57
SPSM1565-0 14.00%~15.00% 3.487 7.046 0.495 8.455 0.617 66.81
SPSM1565-D =14.0% 2.048 4.905 0.416 7.245 0.591 47.57
IS156 Product Monocrystalline silicon solar cell
Dimension 156mmx 1 56mm =0.5mm
Diagonal 203mme1.0mm(Round chamfers)
Thickness(Si)  220pum£20pm
Front Blue silicon nitride antireflection coatings 1.8mm silver busbar
Back Full-surface aluminum back-surface field 4.5mm(silver/aluminum)continuous soldering pads
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