
SURANA SOLAR CELL POLY 3 BUSBAR 

Mechanical Data and Design: 

Brand Name : Surana Solar Limited 

Material : Polycrystalline Silicon

Size : 156mm×156mm±0.5mm

Grade : A

Bus Bar : 3BB

Thickness : 200±20um

Weight : 11 - 12g

Front : 3 Bus bars padded, (Silver), blue anti-reflecting coating(silicon nitride)

Back : Soldering pads (Silver), Aluminium coated (back surface field))

Electrical Performance:

Effeciency (%) : 17.30 17.40 17.50 17.60 17.70 17.80 17.90 18.00 18.10 18.20 18.30

Power Ppm(w) : 4.21 4.23 4.25 4.28 4.30 4.33 4.35 4.38 4.40 4.42 4.45

Max.Power current Ipm(A) : 7.998 8.057 8.05 8.11 8.15 8.23 8.20 8.22 8.25 8.30 8.31

Short Circuit Current Isc(A : 8.783 8.524 8.57 8.64 8.61 8.72 8.68 8.74 8.76 8.75 8.79

Max Power Voltage Vpm(V) : 0.529 0.527 0.53 0.528 0.529 0.527 0.531 0.534 0.534 0.534 0.535

Open Circuit Voltage Voc(V) : 0.628 0.625 0.62 0.624 0.629 0.625 0.630 0.631 0.632 0.633 0.634

Note: 

All data measured at standard testing conditions : 1000 W/m2, AM 1.5, 25 °C, 

Tolerance: Efficiency ± 0.2% abs., Pmpp ±1.5% rel.
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