Mono 6 Solar cellssasss3)

Physical features [Unit : mm]
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SiNx Anti-Reflection Coating
Color : Dark Blue/Bluedight Blue 2
3 Busbars with 1.5mmwidth o
Distance Between Bugbars : 52mim
Aluminum Back Surface Field
MULTI - - — -
25
Electrical features
Effidency Range(%) | 18.80~1860 | 18.60~18.40 | 18.40~18.20 | 18.20~18.00 | 18.00~17.80 17.80~17.60 | 17.60~17.40 | 17.40~17.20
Pmi{W) | 444~ | 4.40-4.44 I 4.35~4.40 | 4.30~4.35 | 4.25~4.30 | 4.21~4.25 I 4.16~4.21 I 4.11~4.16
A ) | 311 | 8.070 | 8.030 | 7.968 | 7.924 | 7.881 | 7.832 | 7.793
VpmiA) | 0.551 | 0547 | 0.543 | 0541 | 0539 | 0537 | 0535 | 0.531
ISCUA) | 8.652 | 8.617 | 8.600 | 8.520 | 8.488 | 8.451 | 8417 | 8413
VodV) | 0.631 | 0.630 | 0.628 | 0.627 | 0.625 | 0.625 | 0.624 I 0.621
Fill Factor(%o) | 81.85 | 81.36 | 80.67 | 80.66 | 80.39 I 80.20 | 79.84 I 79.15
*STe{Standard Test Condition) ; 1000WT?, AR1.5, 25°C
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*STO(Standard Test Condition) : 1000M#mZ AM 1.5, 25°C Tr . 4
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