Multi 6” Solar cellssamss3)

Physical features

156156 +-0.5mm Square

200+30m

SiNx Anti-Reflection Coating

Color: Dark Blue/Blue/Light Blue
3 Bushars with 1.5mm width

Distance Between Busbars : 52mm

Aluminum Back Surface Field

MULTI

Electrical features

Efficiency Range(%) 17.20~17.00 I 17.00~16.80 16.80~16.60 I
Pm{\W) | 414~ I 4.09~4.14 4.04~4.09
Ipm{A) I 7.826 I 7.787 | 7.748
Vpm{A) I 0.531 I 0528 | 0523
lsc{A) I 8.372 I 8330 I 8.289
VodV) I 0.616 | 0614 | 0611
Fill Factor(%) 80.57 8042 | 7997
*STC{Standard Test Condition) | 1000 TP, Ak11.5, 25°C
Temperature Coefficient
2
Allsg) I B(Vog | ¥{Pm) 7
%7 °C +0.0598 -0.3217 0.3871
Absolute Unit +0.005A/°C  -00019W/°C  0.0156\W/°C
*STCStandard Test Condition) : 10000 m? AM 1.5, 25C
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16.60~1640 16.40~1620 1620~16.00 16.00~1580 15.80~1560
3.99.4.04 3.94~.3.99 389-~.394 3.84-~3.89 3.80~3.34
| 771 I 7669 I 7.621 I 7.572 | 7.524
I 0.520 I 0517 I 0.514 I 0.512 | 0.509
I 8252 I 8208 I 8.161 I 8.113 I 8.070
| 0609 | 0606 | 0.604 I 0.601 | 0.599
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