
Category: Polycrystalline solar cell (PID FREE)

Dimensions: 156.75 mm×156.75mm, ± 0.25 mm

Thickness: 220 µm ± 20 µm

Bevel Edge: 1.5mm+/-0.5mm

EFF. Grade Pmpp(W) Isc(A) Uoc(V) Impp(A) Umpp(V) FF

18.90% 4.644 9.100 0.6348 8.5822 0.541 80.38

18.80% 4.62 9.082 0.6336 8.5588 0.5394 80.26

18.70% 4.59 9.059 0.6325 8.5437 0.5379 80.18

18.60% 4.570 9.038 0.6315 8.5178 0.5367 80.07

18.50% 4.55 9.013 0.6301 8.4978 0.5352 80.03

18.20% 4.47 8.932 0.6278 8.459 0.5319 79.55

18.00% 4.42 8.889 0.6255 8.3386 0.5306 79.55

Test conditions: AM 1.5, 1000W/m^2, 25°C

2. Sophisticated power sorting program narrows the power distribution of modules

3.100% inline appearance inspection combined with manual double confirmation

4.Excellent solderability of bus bars(Dual printing technology enhances solderability )

5.Strict paste evaluation procedure, cells passed RoHS&Reach certifications
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Specifications

Electrical data

Quality Control

1. Advanced Manufacturing Execution System to ensure perfect traceability and perfect SPC system to keep a thorough monitoring
into the process parameters ensure each cell meets customer’s requirements
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Rel SR, IV curve and Temperature coefficients

Front and back contact designs


