BWITT POWER

MPPT Solar Charge Controller Application Diagram

Solar Chargs Controller

SCF Plus Series Wi Moritoring Device  MobileAPP  Remota Contral
30A/40A/50A/60A 12V/24V/36V/48V 7 m e K
3 Panal m(.(;(l.""" ) g
e

iy
1

5. Ty

—| 3 [ ——
H Off Gird Invarter AG Load

‘ Technical Data
Model | SCFPWs30A |  SCFPius40A SCFPlus50A |  SCF Plus-60A
Solar System Voltage | 12VI24VI36V/48V Auto work
Electrical
PV Operating Voltage 18~150Vdc@12V 35~150Vdc@24V 50~150Vdc@36V 65~150Vdc@48Vv
12V 400W 12V 600W 12V 700W 12V D0OW
24V 800W 24V 1200W 24V 1400W 24V 1800W
Max. PV Input Power
36V 1300W 36V 1700W 36V 2200W 36V 2600W
48V 1700W 48V 2300W 48V 2900W 48V 3400W
Rated Output Current 30A 40A 50A G0A
Rated DC Load Current 30A 40A 50A 60A
Self Consumption <2W
~ Max.Converslon Efficlency 97.5%
Protection PV array short circult, over charging,battery reverse polarity,output short clrcult
Feature: | Battery Charging
1 2W_24W.36W4B\{ Auto work, paralle| design Battery Type Sealed Gel AGM Flooded Lithlum Battery
mgllgl_-rst?fgq charg,; Sg gg:rglzez battery [_)erfo;fmiflnce —— Charge Algorithm 3 atage: Bulk, Absorption, Float, Equalize charging
efficiency .5%, Peak conversion efficiency 97. : - : : .
Wide range Solar PV voltage input 18V~150Vdc Bulk (::har_gu Voltage Sealed: 14.4V AGM 14.zv Gel:14.2V I'-'lfndad.u.w User dul-llmd.m-wv
Compatible with Gel. AGM.Flooded. Sealed lead acid and Lithium battery | Pt Phins Wi iae _ BN AT PRt FLTV L st Qi 10104 I
Multi-function LCD+LED display, system information intuitively Load Reconnect Voltage 125v
Comprehensive protection Temperature Compensation 5mV/'C/2V with BTS
Fan cooling design, cost-effective option Communication
Comfortable installation and commissioning Chirdmiaioating Bort : Rs485 with On line monitoring system
Monitoring your system on line via RS485 communication Physical
Net Weight 2kg 2.3kg
Gross Weight 2. 5kg 2.7kg
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WPPTCHARGER  potiiimingg  Charging u';‘&:':.':*.. 12124/3648  Local Montoring Cooling Fan cooling
Enclosure IP 20
. = . Envirgnment
Ap P lication: Amblent Operating Temperature -25C~80'C
l, ( ( )) ~ Storage Temperature -40'C~80°C
=—) e ‘ Humidity ams% rlon-cundllnnlng
AN
@ m 71N A g Warranty Two years

#Technical data for 12V system at 257C, twice In 24V system rate, triple In 36V System rate and quadruple In 48V system rate.
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