JRM220P~235P
60-CELL SERIES Characteristics

= High efficiency and stable output power, high-level developed
technologies

= Excellent electrical performance at high temperatures & under
low iradiance

= Easy installation and operation, as a result of innovative
engineering fechniques
= Maximum load up to 5400pa

Quality and Warranty

Strict quality control, in compliance with highest international
standards

1 Coveres by third party liability insurance policies

REINVENTING SOLAR SYSTEM

Guaranty
= Power warranty
=>25 years (80%) =>20 years (83%) =>10 years (90%)
=10 years’ product guarantee
Power tolerance positive only
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I-V curve under different irradiation
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Specifications Series JRM230P
Polycrystalline Solar Module
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ct Electrical data
g Type 220/20V 225/20V 230/20v  235/20V
2] Maximum Power 220wp 225wp 230wp 235wp
2 Open Circuit Voltage (V) 295 29.5 30 30
E Short Circuit Current (A) 7.46 7.63 7.67 7.83 ;
g Optimum Operating Voltage (V) 354 354 36 36 2
E Optimum Operating Current (A) 8.36 8.55 8.59 8.77 o
4 Module efficiency 13.60% 13.90% 14.20% 14.50% 2
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Characteristic Data m
Number of Cells (Pcs) 60 ploy =
Junction Box Type con 6 diodi di bypass g
Cable lunghezza 900mm =<
Frame lega di alluminio anodizzato

Temperature coefficients

Temperature Coefficient of Pm(%) -0.43%/C
Temperature Coefficient of Isc(%) 0.060%/C
Temperature Coefficient of Voc(%) -0.34%/C
Limits

Maximum System Voltage (V) 1000
Temperature Range -40C~+85TC
Surface Maximum Load Capacity 5400Pa

Dimensions and weights

Size of Module (mm) 1650*992*50
Packing Plywood case and Carton
Packing Dimension (mm) Big plywood case: 1668*1134*1151
Carton: 1680*1025*113

Maximum Loading 228PCS/20'GP 494PCS/40'GP(Cartons)
668PCS/40'HQ(Plywood and Carton)

Weight Per Piece (Kg) 19.5KG

The JRM 220P/225P/230P/235P complies with the requirements of IEC61215 and IEC61730, Electrical Prote-
ction Class Il e UL 1703.

(Sept. 2011)

Utilization: Photovoltaic systems connected to the network:
Photovoltaic systems connected to commercial and industrial network:
Residential off-grid systems.

The parameters are for reference only, and are subject o change without notice or obligation.
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