GP-SP-080W~110W-6P36

Electrical Characteristics

Gi-Power

Max power(Pmax) oW 95W 100w

Max power voltage(Vinp) 18V+3% 18V+3% 18V +3% 18V+3% 18V+E3% 1BV + 3%
Max power current{Imp) 4444 +3% 4T724+3% 50A+3% 528A+3% 556 A+3% 6.11A+3%
Open circuit veltage(Voc) 21.6VE3% 21.6VE3% 21.6VE3i% 21.6VE3% 21.6VE3% 21.6VE3%
Short cireutt current(Isc) 507TA+3% 525A+3% 5T71A+3% 6.02A+3% 6.34A+3% 6.98A+3%
Cells Polyarystaline Polycrystalline Polycrystalline Polycrystalline Polycrystalline Polyerystalline
Number of cells 36 id 36 36 36 36
Output tolerance +5%

Max system voltage 1ooowv

Test conditions 1000WIME, AM1.5, 25C

0.08%/C

Temperature ) pr—
Coefficient: -0.32%C

Pmax -0.38%/1C

Length o904

Dimension

Width 675
(mnm)

Heght 25

Weight(ke) 8.2

GP-SP-115W~135W-6P36

Electrical Characteristics

Model

Max power(Pmax) 115W 2 130w

Max power voltage(Vmp) 18V+3% 18V +3% 18W 3% 18V 3% 18V+E3%
Max power current(Tmp) 6.39A+3% 6.67A+3% 6.94A+3% 722A+3% T5A+3%
Open circut voltage(Voe) 21.6VE3i% 21.6VE3% 21.6VE3% 21.6V+3% 21.6VE3%
Short ciroutt current(Iss) T19A+3% T6LA+3% T93A+3% 8.24A+3% 345A+3%
Cells Polyaystalline Polyerystalline Polyearystalline Polycrystaline Polycrystalline
Number of cells 36 36 36 36 36
Output tolerance +5%

Max system voltage 1000V

Test conditions 1000W/M. AML.5, 25C

0.08%/C

Temperature .
Coefficient: - 0.32%/C

-0.38%/C

1278

Dimension

P 675

35

Weight(kg): 12.8
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