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ESS Series W2
Solar Photovoltaic Modules Ever & reen

AT

Manufactured by 1S09001:2008 Certified Company

Modules tested at MNRE, Solar Energy Centre, Gurgaon

Electrical Characteristics at Standard Test Conditions (STC)

Model ESS3-6V ESS5-6V ESS5 ESS10 ESS20
Watt at Max. Power (Pmax) 3Wp SW-6V 5W-12v 10Wp 20Wp
Open Circuit Voltage (Voc) 10.2v 10.2V 21.0V 21.0V 21.0V
Short Circuit Current (Isc) 0.40A 0.64A 0.34A 0.67A 1.34A
Voltage at Max. Power Point (Vmpp) 8.3V 8.3V 16.5V 16.5V 16.5V
Current at Max. Power Point (Impp) 0.37A 0.61A 0.31A 0.61A 1.22A
Module Efficiency 9.4% 10.86% 8.77% 10.86% 12.0%
Tolerance +5% +5% +5% +5% +5%
Dimensions (in mm) 186 x 186 x 17/22 262 x 186 x 17/22 311x186x 17/22 270 x 344 x 17/22 485x 339x 17/22
Module Area 0.034 m’ 0.048 m’ 0.057 m’ 0.092 m’ 0.164m’
Weight 0.5kg 0.7kg 0.9kg 1.5kg 2.7kg

Pmax, Voc, Isc, Vmp and Imp tested at STC defined as irradiance of 1000W/m” at AM 1.5 solar spectrum and temperature 25°C.

Model ESS30 ESS35 ESS50 ESS75 ESS100
Watt at Max. Power (Pmax) 30Wp 35Wp 50Wp 75Wp 100Wp
Open Circuit Voltage (Voc) 21.0V 21.0V 21.0V 21.0V 21.0V
Short Circuit Current (Isc) 1.94A 2.29A 3.26A 4.86A 6.50A
Voltage at Max. Power Point (Vmpp) 17.10V 17.10V 17.10vV 17.10vV 17.10V
Current at Max. Power Point (Impp) 1.76A 2.05A 2.93A 4.39A 5.85A
Module Efficiency 12.98% 12.63% 14.12% 14.73% 15.06%
Tolerance +5% +5% +5% +5% +5%
Dimensions (in mm) 350 x 661 x 35 420 x 661 x 35 537 x 661 x 35 771x 661 x 35 1005x 661x 35
Module Area 0.231m’ 0.277 m’ 0.354 m’ 0.509 m’ 0.664 m’
Weight 3.0kg 3.5kg 4.5kg 6.5kg 8.5kg

Pmax, Voc, Isc, Vmp and Imp tested at STC defined as irradiance of 1000W/m” at AM 1.5 solar spectrum and temperature 25°C.
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