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PACKAEIG CONFIGURATION

Model 1200x553x35
Module Q'ty per pallet 28pcs
Module Q'ty per container

Warranty
- All panels with positive tolerance up to 0-5W - 12 years guaranteed in 90 % minimum power output

- 10 years guaranteed in product material + 25 years guaranteed in 80 % minimum power output

Insurance

Product material and performance are insured with Product Liability and Financial Injury Liability Insurance
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ELECTRICAL CHARACTERISTICS L)
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100w 1200x553x35 DC1000V 100 19 5.25 221} 5115 9 17.9 15.4

Cell(mm) 125x125mm Nominal Operating Cell Temperature NOCT 47 £2°C
No of cells 4x9/36 Pmpp -0.471 %/°C
Weight(kg) 15.5 -0.347 %/°C
Glass, Type and Thickness High Transmis,Low Iron,Tempered Glass 3.2mm Isc -0.347 %/°C
Junction box IP65 Operating Temperature -45°C TO+85C
Cable Type,Dianmeter and Length 4.0mm? TUVcertified,900mm Mechanical Load <5400Pa
Dimension 1200x553x35 Max-Series Fuse A
VDC DC1000V
Tolerance 0~3%

Cell Temperature:25 °C

1000W/m?

800W/m?

600W/m?

Current(A)

400W/m?

1 200W/m?

Voltage(v)

Standard Test Condition(STC) of Irradiance of 1000W/m*, AM1.5 Solar Spectrum & 25°C cell temperature.



