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PACKAGING CONFIGURATION

Model
Module Q'ty per pallet
Module Q'ty per container

374pcs/40ft
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ELECTRICAL CHARACTERISTICS o

Open-

Short-

Cells Temp.=25 °C
T

Incident Irrad.=1000W/m?

Incident Irrad.=800W/m?

En:char:nc_al - . Ma\;(;lstxa(steem Max-Power M;);-va:er Mzt'fr:mer circuit Circuit  Max-Series Fuse Cell Efficiency Ex;?;:z
alt'_ac eris imension(mm) g g Voltage Current Y
, ics (VDC) Pm(W) VPm(V) IPm(A) VOC(V)  ISC(A) (A) (%) y(%)
Outstanding mechanical load performance 275w 1950x990x50 275 35.8 7.68 4272 8.45 15 15.69 14.25
> ¢ fEsahipanel fo withstand wind up to 200 270w 1950%990x50 270 354 7.62 4248 8.39 15 15.41 13.99
oz km/h or snow up to 550 kg/m?
rE 5400Pa : 265w 1950x990x50 DC1000V 265 352 7.53 42.24 8.28 15 15.12 13173
>— 260w 1950x990x50 260 35 7.43 42.01 8.17 15 14.84 13.47
5. Electroluminescence (EL) testing of each o (EEDEEE0 AL e 2 Rios GlwE 15 55 B2
o ensures No micro - cracks or mismatch on
>
":‘ ) MECHANICAL CHARACTERISTICS () TEMPERATURE COEFFICIENTS )
I E&?T::&%T;S;(Eigre]néf) ::r?o?::]?\/‘éset Cell(mm) 156x156mm Nominal Operating Cell Temperature NOCT 47 £2°C
R panel in harch or unusual environments. No of cells 6x12/72 Pmpp -0.471 %/°C
N Weight(kg) 24 -0.347 %/°C
; der 85 °C and 85 % relative Glass,Type and Thickness High Transmis,Low Iron,Tempered Glass 3.2mm Isc -0.347 %/°C
aqsf,f 15f00 gours guarantees a Frame anodised aluminium LIMITS ()
ation for 25 years.
4 Junction box P65 Operating Temperature -45C TO+85C

Cable Type,Dianmeter and Length 4.0mm? TUVcertified,900mm Mechanical Load <5400Pa

Dimension 1950x990x50 Max-Series Fuse 15A

Certificates TUV(IEC 61215 & IEC 61730),CE VDC DC1000V

Tolerance 0~+3%

Wa rra nty = Incident Irrad.=600W/m?

- All panels with positive tolerance up to 0-5W - 12 years guaranteed in 90 % minimum power output s Incident rag =400Wir¢ ]
+ 10 years guaranteed in product material + 25 years guaranteed in 80 % minimum power output 2 | Incident rrad.=200Wi? E
Insurance 0 0 1(‘) 2‘0 Fl(‘] 50

Voltage(v)

Product material and performance are insured with Product Liability and Financial Injury Liability Insurance

Standard Test Condition(STC) of Irradiance of 1000W/m*, AM1.5 Solar Spectrum & 25°C cell temperature.




