SH6M36/135-165

Monocrystalline PV modules 36 cells
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ELECTRICAL PARAMETERS
Model SH135 SH140 SH145 SH150 SH155 SH160 SH165
Maximum power(Pmax) 135W 140W 145W 150W 155W 160W 165W
Open circuit voltage(Voc) 22.1V 22.1V 22.2v 22.5V 22.8V 23.62V 23.99v
Maximum power point voltage(Vmp) 18.1V. 18.3V 18.5V 18.7V 19.1V 19.2V 19.5V
Short circuit current(lsc) 8.28A 8.39A 8.45A 8.62A 8.83A 9.06A 9.20V
Maximum power point current(Imp) 7.46A 7.67A 7.84A 8.04A 8.12A 8.37A 8.49A
Module Efficiency 13.58% 14.08% 14.58% 15.09% 15.59% 16.31% 16.81%
Max system Voltage(VDC) 1000V (IEC) /600V (UL)
Module insulation Resistance( Q) =100MQ
Fuse Ratings In Series(A) 10A
Power Discrepancy 0~3%
Operating Temperature -40C~+85T
Temperature Coeffcient of Pmax -0.48%/C
JUNCTION BOX Temperature Coefficient of Voc -0.34%/C
'IIIII.I' HUBER Temperature Coefficient of Isc +0.05%/°C
+ NOCT 25+2C
'IIIII.I' SUHNER Test Condition *STC:1000W/m*,25C .AM1.5
'IIIIIII' s MECHANICAL CHARACTERISTICS PACKING SOLUTION
= - &/ = — CellType monocrystaline 156x156mm( inches) Container 40'HC
'IIIII.I' Ou r Ser\”ce Gu arantee Cell amangement 36 (4X9) inseries connection Pieces per pallet 26
Measurement(L X W X H) 1484*670*40mm Pallets per container 30
SES=SEE=ES= Replacement for free WeighilKo) 120gs (@6 1s) Pioces per container: 780

48 hours in German Front glass. 3.2mm tempered glass Container 20'GP
5 . ?l.l S ermany ; Frame anodized aluminum alloy pieces per pallet 23
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