SH6P60/240-265

Polycrystalline PV modules 60 cells
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Happy with the sun

Model SH240 SH245 SH250 SH255 SH260 SH265
Maximum power(Pmax) 240W 245W 250W 255W 260W 265W
Open circuit voltage(Voc) 37.51V 37.68V 37.85V 37.91V 37.96V 37.68V
Maximum power point voltage(Vmp) 29.72V 29.92V 30.91V 30.99V 30.58V 30.78V
Short circuit current(lsc) 8.48A 8.57A 8.65A 8.68A 8.82A 8.98A
Maximum power point current(Imp) 8.11A 8.19A 8.39A 8.43A 8.58A 8.71A
Module Efficiency 14.66% 14.97% 15.27% 15.67% 15.98% 16.29%
Max system Voltage(VDC) 1000V (IEC) /600V (UL)
Module insulation Resistance( ) =100M Q
Fuse Ratings In Series(A) 10A
Power Discrepancy 0~3%
Operating Temperature -40°C~+85T
Temperature Coeffcient of Pmax -0.41%/C
JUNCTION BOX Temperature Coefficient of Voc -138MV/C
HUBER Temperature Coefficient of Isc +3.30MA/C
+ NOCT 25+2C
SUHNER Test Condition *STC:1000W/m,25°C .AM1.5
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Our Seerce Guarantee Cell amangement 60 (6X10) in series connection Pieces per pallet 26
Measurement(L X W X H) 1640799240mm Pallets per container 28
Repluceme“t for free Weight(Kg) 19.5kgs (43bs) Pieces per container: 728
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100% Electro Luminescence test
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ELECTRICAL PARAMETERS

Cell Temperature('C)
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