JA - M300 solar panel

ITEM HO

NeaxImum Power(W)

KeaxImum Power Voltageymp)

T I S
Open Clrcult Vaitage[Voc)

Shiort Clircult Curnem{ISC) 9.464

Maximum System Vollage 1000V

Power Tolerrance =3%

Maximum Seres Fuse Rating 154

Temperature coeMclent of I5C —0.02%"C

Temperatune coefMelent of VOC 033 %r"C

Temperatune coefMclent of P Max =047 %"C

Warranty

90% of 10 years, 80% of 25 years

‘Certification

CE, TUv

Standand Test Comditions

AM1.5 1000WIM® 25°C+-2°C

Elecirical cable of 4mm?

i MC4 connector, BICM cable
Slze of Moduleimm) 1920°950"50mm
Solar Cell 156" 156mm monocrystaliine  19% Effi
BackingiMatarial) T°T
Frame{Matenal Comers,2he.) Aluminum-Aicy
Number af CellfPCS) T2=§"12pcs
Wizightikg) 28kg
Tolerance Watiage|e.g.+/-5%) 1%
Front Glass Thickness{mm) 3.2
Surface Maximum Load Capachy 2400Fa
Allowabie Hall Load 23mi's, 7.539

Warranty time: 10years

Facking 2ZPCS/CTN,1950™1020" 1:20mm

Container loading 120GP 220PCS
1740GF 240PCS
1"40HG SHPCS

Temperature Range - 40°C ip +85°C




