Polycrystalline Solar Panel Specifications
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Peak Power | Voltage at | Currentat | Open Circuit | Short Circuit | Dimension | Weight
(Pmax) Pmax (V) Pmax (A) Voltage (V) Current (A) (MM) (KG)
Swatt 18.1 0.28 22.1 0.3 250x185x%18 0.6

1.07

20watt 18.1 1.10 22.1 475x350%18 1.95

30watt 18.1 1.66 22.1 1.77 685x350%25 291

45watt 18.1 2.49 22.1 2.69 520x670x25 4.22

60watt 18.1 3.31 22.1 3.58 675x670%x30 5.24

75watt 18.1 4.14 221 4.49 825x670%30 6.33

90watt 18.1 4.97 22.1 5.41 975x670%30 7.44

110watt 18.1 6.08 22.1 6.62 1180%x670x30

130watt 18.1 7.18 22.1 1380x670%35 10.8

150watt 1480%x670x35 12.0

210watt 7.78 33.1 8.39 1480%x990x%35 16.7

230watt 29.8 7.72 36.5 8.19 1640x990x45 19.6

250watt 31.2 8.01 37.6 8.53 1640x990x45 19.6

290watt 36.7 44.6 8.37 1956x992x50 23.1

300watt 37.1 8.09 45.1 8.53 1956x992x50 23.1
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