UL-250M-60 UL-255M-60 UL-260M-60 ulica solar

LEADOING IN TECHNOLOGYR B X B

Established by Shanshan Group ,one of Top 500 Enterprises in China , Ulica Solar
produces high efficient cells and modules with enhanced guality. The experience,
knowledge and technical expertise gained during the years, allow Ulica Solar to
offer a wide range of mono and poly modules, suitable for any type of installation,
from residential roof project to commercial plant and solar park.

Module can bear snow loads up to 5400Pa
and wind loads up to 3800Pa

% Guaranteed power output(0~+3%)
High performance under low light conditions
(Cloudy days,mornings and evenings)

Black frame and black sheet are optional with
aesthetic module appearance

TEST Passed PID Test,Fire Test,Salt Mist Corrosion Test
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N and Ammonia Corrosion Test
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Guaranteed Power

10-year product warranty
25-year linear power warranty
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Clean Energy Council

Add: No.181 Shanshan Road, Wangchun Industrial Area,Yinzhou District,Ningbo,China
Tel: +86-574-28828983 Fax: +86-574-28828973

Email: sales@ulsolar.com.cn Web: www.ulicasolar.com www.lllil:[m[lllll'.l:[lm




MONO 250W/255W/260W /;ya

#F ELECTRICAL PERFORMANCE ##1-V CURVE
Electncai Parameters Standard TestCond1t|ons " .
WModuleType ULZ50M-60 UL-2SSMG0  UL-260M:50 ol i e N
PowerOutput . Pmex W 280 2 260 7.00|_BOOW/m? Y
Power Tolerance APmax % 0/+3 6.00 i
R T w T e e g 5, | O0OW/E \|
VoltageatPmax . Vm v 305 306 308 5 4-400Ww/m: —
CurrentatPmax m A 820 835 845 T 3w \
Open-CircuitVoltage Voo V. . 376 . 318 380 5 o ==Y
ShortCircuitCurrent  Isc A 870 882 . 898 w
STC: 1000w/m?irradiance, 25°C module temperature, AM1.5 spectrum. 12 24 36 48
UL-250M-60 Voltage (V)
#8 THERMAL CHARACTERISTICS
‘Nominal Operating Cell Temperature ~ NOCT g 45£2
Tomporan Couentorpmax v e loyg U e =
Temperature Coefficientof Voo Boe ... T 030 e i i
Temperature Cosficientofisc | @s | %rC 0085 / {rt
14X9(2-R4.5)m ;f 1 IR
#8 OPERATING CONDITIONS e Tl |
MaxSystem e age ......................................... R Hit i
MaxSeries FuseRating 1A | st g
DperatinglamperalureRangs = . s SC~esC . A IEEE
Wax.Static Load Front(e.g. snowandwind) S00Pa e
Max. Static Load,Back(e.g., wind) 3800Pa
AppllcatlunC[ass ............................................. it e -
______________________________________________________________________________ o = e |
#8 CONSTRUCTION MATERIALS b IEEE SN EE
Front Cover(materialltype/thickness) low-iron tempered glass/3.2mm g [EEEEaEs
ICelI{quantlty-‘mater|a|ftype;‘d|mensmn] S Iéda‘.rﬁo'nlolclr?sltéllli.n‘e;"l.5.6I:(I1'5'6'rrirﬁ' o E =
Encapsulant(material) ethylene vinyl acetate(EVA) ® 9
Frame(materiallanodization color) | anodzedaluminum aloyisiler o biack | :
Junction Box(protection degree) P67 '*:"'-
(Cable(lengthicross-sectionalarea) . 0mm/4mme |
PIﬁg Camnendor . . o 0 oo o o MC4 comp-a-tl-ble -

_______________________________________________________ Please read the instruction manual in this entirety before handing,
Dimension(L/W/H) 1637/992/40mm installing,and operating Ulica Solar modules.

Our partner:

U s o Lo R S LLC L L .
sy TOOROR RN - .. . S
Pieces per Pallet 50pcs

Pieces per Container  650pos

#F INTERNATIONAL CERTIFICATES

- IEC61215,1EC61730/TUV,UL,CE,CEC,
JETMCS,CE,CQC,PVY CYCLE
- 1509001:2008

+ 1S0140001:2004 B i S S R R e e -
- BS OHSAS 18001:2007 Due to continuous Innocation, research and improvement ,

the specification is subject to change without prior notice.

www.ilicosolor.com




	page007
	page008

