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TYPE DESIGNATION
GLSM-195D,GLSM-200D,GLSM-205D,GLSM-210D

Electrical Characteristics (typical value at STC)

iagang guolong pv—tech co.,ltd.

3 |
Maximum Power | (Pmax) | 195W 200W  205W  210W VB *I
Open circuit voltage | (Woc) | 449V 450V 452V 455V *
Short circuit current (Isc) | 5804 5854 589A 5944
: - i +
Maximum power voltage | (Vmp) | 373V 374V 375V 377V
Maximum power current | (Imp) | 523A 536A  547A  557A b A AL SRRR A ¢
Module efficiency | 153% 157% 16.1% 164% YIS PP
Tolerance | 3% |
Fuse Rating 10A y AN AEWR SRS Al d
Maximum system voltage 1000V 4% %
i ra bl . > 99—
Mechanical Characteristics '
L S e SR SEeR
Dimension 1580x808x35mm(Optional Dimension:1582x809x50mm) *— 4t
Cell type | 125x125mm; 72 Mono-crystalline cells connected in series 40419
Weight | 16.5kg
Classiﬁcatln_n | Safety class II; Application class A; Fire resistance class C; IP&5
Mechanical load ] 5400Pa
Layer structure | Glass-EVA-Cells-EVA-substrate
Diode | 3 Schottky diodes, each bypasses 24 cells; 10A/50V

Thermal Characteristics

Terﬁperature coefficient of I1SC and Imp | (@) | 0.028—0.069%/K | — =| - __ ;.'l" 1
Temperature coefficient of VocandVmp | (B) | -0.34— -0.39%/K d e Im
Temperature coefficient of Pmpp [ -0.46— -0.53%/K v v !
MNOCT | 47430 :;'.:. wrima [

Operating temperature | -40 to 85C ; : (Brick ¥law)
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Ve Packing Configuration

/ Container |20GP | 40'GP

\ Pieces per pallet 58 58
Voc:44.8v  FF:74.8% Pm:;1792W  Rser: 0.92 Ohm Pallets per container | 6 | 14
Isc: 5.344 Im: 4.90A  Vm: 36.57V Rsht: 221 Ohm ) Pieces per container 348 | B12
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