Mono Poly Solutions

LCM6-72P

280-320W

POWER OUTPUT RANGE

JZ2/CELL

SELF SUFFICIENT

25 YEAR

PERFORMAMNCE GUARANTEE

0~+3%

POWER OUTPUT GUARAMNTEE

Industry-leading linear warranty
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ZCM6-72P

285 280

Maxirum powerpriax) 280 285 250

Power Tolerance 3% 3% E X

Qpen Circuit Veltage{Voc) 44,0 44,7 444

Short Circuit Currentilsc) 853 8.60 8.65

Maximum Power Voltage[Vmp) 3590 3610 3620

Maximum Power Current{lmp) T.81 7.91 BOZ
Module Efficiency 14.43% 14.69% 14.95%

MaxSystem Valtage
Cell Size and Series
Bypass Diodes
Temperature Coefficients of Prax
Temperature Coefficients of Voc
Temperature Coefficients of Isc
NOTC-Nominal Operating Cell Temperature
STC Condition

Dimension{mm}

1956X992X45[mm)

Frame Anodized Aluminum Alloy

295

295
3%
44.6
B.68
Ig.40
812

oo
300
i%
44,9
8.73
3670
819

15.20% 15.46%
1000VDC

305
305
3%
45.2
876
36.90
B2B
15.72%

310
310
3%
455
878
310
838

15.98% 16.23%

315
315
Lix
45,6
8.82
37.20
BAT

Mono-crystalline 156X1 56mm(G inch)72pcs(6X12)

4.0mm’ 12AWG cable with weatherproofl

Output cables

Weight 121.5KGs

I-V Curves

T PR

SYo
0

Curerit|A)

connectors. Cable lengths S00mm

LE
-

Certification

L0 H

@

Bpcs L2A
-0.47%/C
=0.35%/C
0.05%/C
45T (£2C)

Irradiance level 1, 000w/ 'm', Spectrum AM 1. 5. and Cell Temperature 25°C

Engineering Drawings
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