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Anhui Titan PV Co., Ltd

Photovoltaic Modules
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TSM3 1 5 P_ B_72 72pcs 156*156mm po?—cry;tﬁaﬁine silic;on 4BB cell

ModuleZB % TSM315P-B-72

Encapsulationfii Glass/EVA/Cel | /EVA/TPT 3%FE/EVA/ B3t Fr /EVA/ 354

Size and Number of cel | seait s R~Hns= 156mm¥156mm 72/12%6pcs 156ZEKH156ZEH 72/12%6pcs
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Photovoltaic Modules 72pcs 156%156mm poly-crys
talline silicon 4BB cells

PmaxsA1hzE W) 315 310 305
Cell Efficiencyeaithifizs %) 18. 30 18. 00 17.80
Module Efficiencysatas » 16. 20 16. 00 15.70
Tolerancenz +3%
VocH e fE (V) 451 44.9 44.7
| scmesasf (A) 9.02 8.96 8.89
Vmp A thrE (V) 36.8 36.5 36.2
Imp AT (A) 8.56 8.50 8.43
Max. Syst. Open VoltagemAZHFEEHE (V) 1000
Diodes—#h& 3by—pass
Dimensionf st (mm) 1956 X992 X 40
Weight=2 kg) 22
MAX Over Current Protecing RatingmAiteizigias (A) 15
Operate Temp Scopei#{ERREEREC —40~+85
Relative humidity#sEEE% 0~95%

Frame ThicknessiiEERE Quantity#@/Containersiss
40mm 160pcs/20GP  616pcs/40HQ

Temperature coefficientsit & & £

NOCTH & TIEiR 45C 2T
Short-circuit temperature coefficientsg 2 8 7t 58 FF & 1 a (Ist) 0.067%/C
Open- circuit Voltage temperature coefficientFF B B [E iR B R £ B (Voc) -0.33%/T

Peak power temperature coefficientli#{E I %8 E & # y (Pmax) -0.42%/C
NOCT: Mominal Operating Cell Temperature data is only for referencea it T {EiR £ IR (N it 5 %

Outputii i &
CableZk#i4. Omm Lengthic/E1000mm ConnecteriFE#ELTL-CABLEO1 Type (H!)

Current-Voltage & Power-Voltage Curve (315-24)
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TSM315P-B-72 4H & B H72K15
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The TSM315P-B-72 series modules consist
of 72pcs 156*156mm poly-crystalline high
effcient silicon 4BB cells, which are
individually characterized and electronically
matched before interconnection and
Laminated with toughened glass, EVA and
TPT of high quality.

After assembled with anodized aluminum
alloy frame, cable and junction box with TL-
CABLEO1 connectors, Titan solar modules
can be installed easily and work for a long
period. At the same time, they can withstand
the storm, strong wind and hail impact, etc.
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i (Tel): +86-553-8718979
fEE (Fax): +86-553-8718991
HR4R(P.C): 241100
Hill”é(EmaiI): sales @titanpv.com
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