


MECHANICAL DATA 

Cells 

No. of cells and connections 

Dimensions ((LxWxD) 

Weight 

Front glass 

Frame 

Connection Box 

Cable 

Connector 

ND-RA260 

polycrystalline, 156 mm square 

60 in series(6strings) 

l,652x994x46 mm 

19.0 kg 

Low iron tempered glass, 3 mm 

Anodized aluminium alloy, silver 

IP-rating 65, 3 bypass diodes 

4mm2 /1000±50 m 

SMK CCT9901-2361 F/2451 F 

IP-rating 67 

Electrical data (at STC*) - ND-RA260 

Maximum power 

Torerance of Pmax 

Open-circuit voltage V0c 

Short-circuit current lsc

Voltage at point of maximum power Vmpp

Current at point of maximum power I mpp 

Module efficiency rJm 

260 

+5%/ -0% 

37.90 

8.94 

30.98 

8.40 

15.8 

STC = Standard Test Conditions: irradiance 1,000 W/m2, AM 1.5, cell temperature 25 °( 
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Limit values Temperature coefficient 

Maximum system voltage l,OOOV DC Pmax

Over-current protection 15 A Voe 

Temperature range -40 to +85°( lsc

Maximum mechanical load 2,400 Pa 

Characteristic curves 
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260W I ND-RA260 
Polycrystalline silicon photovoltaic modules 

-0.440 % / °C 

-0.329 % 1 °C 

+0.038 % 1 °C 
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Standards and Certification 

* IEC 61215

* IEC 61730-1/61730-2 (ed.1)

* I EC 60904-1 /60904-3 

SHARP 
SHARP SOLAR SOLUTION ASIA CO.,LTD. 
952 RAMALAND BUILDING. 15th FLOOR, RAMA IV ROAD, SURIYAWONG, BANGKOK 10500
TEL : 02 638 3960
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