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Temperature Coefficients

Voltage Voc : (- 0.379% of Voc / C)

Current Isc : (- 0.0396% of Isc / C)

Power Pmax : (- 0.48%/deg C)

Maximum system voltage : 1000VDC

Operating Module Temperature :

-40°C to +90°C

NOCT : 47°C ± 2°C

Certifications
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Current voltage dependence on and module temperature.Irradiance
this is only indicative showing affect of temperature and intensity  on power

Electrical Specifications:

Product Description SSI-250 SS-280 SS-300

Rated Power Pmax - [W] 250 280 300

Rated Voltage Vmax - [V] 34.0 35.7 36.7

Rated Current Imax - [A] 7.50 8.30 8.20

Open Circuit Voltage Voc - [V] 44.0 45.0 45.0

Short Circuit Current Isc - [A] 8.30 8.53 8.60

Tolerance ±3% ±3% ±3%
Standard Test Conditions: Irradiance 1000 W/ m²,Module temperature 25 °C, Spectrum AM 1.5

QM 002

NABCB

Features

� High efficiency 156mm poly crystalline cells

� High quality eva & back sheet to ensure high performance and provide good weather \ resistance for

rugged environments.

� Anodized aluminum alloy frame and tempered & textured clear glass with low iron content to

enhance high efficiency.

� Bypass diodes provided to avoid effect of partial shading.

� IEC61215, IEC61730 & IEC61701 certified

� An ISO 9001:2008 & ISO 14001:2004 certified production facility.

� PV module power rating from 3wp to 300wp

� 25 years limited warranty on power output. Output will be still 80% in 25 years,based on rated

module performance less the negative tolerance.
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O the r Ch ara cte ris tics:

Ce ll ty p e H igh E ffic ie n cy M u lt i C ry sta llin e

Ce lls (156m m X 156m m )

Fron t G lass T ou ghe ned T e xtu re d G las s

G lass th ick ness 4 .0 m m

Ce ll E ncap su la tio n EV A (E thy le ne V iny l A ce tate)

B a ck she et P oly v iny l F luor id e

F ram e S ilver A no dize d A lum in um A llo y

Junctio n B ox 4 rail jun ct ion box

N o .o f D io des 3

M o du le D raw in g & M o u ntin g de tails :

M e cha nic al

Spe cific atio n s:

S SI-25 0 SS-28 0 SS-30 0

Le ng th [m m ] - A 1986 ± 1 1986 ± 1 1986 ± 1

W idth [m m ] - B 993 ± 1 99 3 ± 1 99 3 ± 1

Th ickn ess [m m ] - C 50 50 50

Mo unting s lot [m m ] - D 1302m m 1302 1302

Mo unting s lot [m m ] - E 94 5 m m 945 945

Mo unting hole (m m ) 10X 12 m m 10X 12 10X 12

Ear th hole 4m m d ia 4m m d ia 4m m d ia

Ap rox . w e igh t [Kg ] 23 23 23

N o. of cells &

Ar ra ngem e nt

72 (6X 12) 72 (6X 1 2) 72 (6X 1 2)
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specifications are subject to change without prior notice due to constant improvement in design & technology
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