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Kingdom Solar

e [l ZURICH" weee ... Type B2 KD-M150 KD-M155 KD-M160
Wattage(w) Eu 150 155 160
Open Circuit Voltage (V) FFiEEE 22.31 22.47 22075
Short circuit Current (1) IF1IEEE 7T 8.55 8.64 8.84
Maximum Power Voltage (V) B A EIHEE 18.81 18.88 18.90
_I% *EX BE ﬁggﬂv_-l: Maximum Power Current (1) SR A% 7.97 8.21 8.46

- ; Cell Efficiency (%) EBith H 3% 17.40% 18.00% 18.60%
High Quality Solar Panel .
Module Efficiency (%) B4 15.10% 15.61% 16.11%
KD M 1 50W 1 GOW Maximum System Voltage (V) AR GHBE DC1000V
Temperature Coefficient of Voc VOCIEEE -0.270%/°C
Temperature Coefficient of Isc IsciBERH +0.045%/C
Temperature Coefficient of Pmax PmaxiBE &2 -0.408%/C
Maximum Series Fuse RatingiE A RERIC 2L TERTR(A) 10A
Number of Cells EBith &= 4x9(156mmx156mm)
Junction Box ##4& 5 with 2bypass diodes
Cable B35 Length 900mm,4mm’*
— . Tempered Glass {11 3.2mm(0.13 inches)tempered glass 3.2mm (0.13 Z=9)iK LB 12
us
- ) Packing Configuration 30mmFrame , Cell Encapsulation Bjth F £ % EVA (Ethylene=Vinyl-Acetate)
Module type: .. N 20T | 40GP | 40HQ Back Sheet H1x Triplelayer =2
KD-M150W,KD-M155W,KD-M160W . Plecas perpallet ZxftRie® | oA T ... . _ , =N
Paliots per container S EERIL AN T Frame i1E Anodized aluminum alloy $8&®
i s e RN o 1482x670x30mm(58.34x26.38x 1 18inches)
Maximum Surface Load Capacity EXF&RE R 5400Pa
AHBENE N HailfE® steel ball fall down from 1m height Bk 1K S EBEE
Highest module efficiency: _— Temperature Range i2ECHE —-40C to +85C
Ly
o) Positive tolerance offer:0-+5w Weight B8 10.5Kg(23.11bs)
i 0
HEMIZER ] sS85
Material & Workmanship warranty: B R ELECTRICAL CHARACTERISTICS
ERMAIRATRER 52 e ) DR SRR AR 25C)
1 O ye a r TUV bankable in all European big banks FHYSICAL CIARACTERISTICS. Uik rmlimkh} Electrical performance (cell temperature:25°C)
i HIN = RIE o .
Linear power output warranty: ST s e i — i 8.8 peiiin 180
IEHEEASZNIE(2400 pa)fniligazk(5400 pa) A 5 =N
2 5 e a r- Certificated to withstand wind (2400pa) and mechanical | | | | I | | | | | G | 80aW/m
y load (5400pa) i : 6.6 E \\ 135
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ZHEJIANG KINGDOM SOLAR ENERGY TECHNIC CO.LTD  E-mail: LT i a1 | et : ] | $
Tel: 0086-576-85508111 Fax: 0086-576-85178266 kingdom@kingdomsolar.net  poly@kingdomsolar.net L =
Website: hitp://www.kingdemselar.net panel@kingdomsolar.net___ power@kingdomsolar.net __. T ] 22 — 45
; ; technic@kingdomsolar.net energy @kingdomsolar.net | | | | | |
AlraEs: H_U|fer_lg Nor_?h Fioad,_Jlangnan Development Area, kdmsolar@kingdomsolar.net solarpanel@kingdomsolar.net
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