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’m @“D IEC ZUgCH® X O L= Q Specifications
oo — WEEE G onoroy counsi Type B4E KD-M340 KD-M335 KD-M330 KD-M325 KD-M320 KD-M315 KD-M310
Wattage(w) E& 340 335 330 325 320 315 310
— Open Circuit Voltage (V) FrEgeEE 46.91 46.73 46.34 45.8 45.5 45.2 44 .95
/P Short Circuit Ceurrent (1) [IEEFE 9.41 9.32 9.29 9.04 8.85 8.72 8.64
¢| + Maximum Power Voltage (V) s AiItHFBE S8 392 SET SifEh| 37.84 37.8 3776
¢ Q‘ % J\EXBE ﬁgzﬂ{q: Maximum Power Current (1) A HRIAR 8.91 8.83 8.78 8.57 8.45 8.34 8.21
+ e ngh Qua“ty Solar Pane| Cell Efficiency (%) Bith i #E 19.76% 19.47% 19.18%  18.9%  18.6% 18.31% 18.02%
) die 2 Module Efficiency (%) B4ME 17.54% 17.28% 17.02% 16.63% 16.48% 16.23% 15.97%
* T KD - M 3 10W— - 340W Maximum System Voltage (V) BARZEE DC1000V
* e Temperature Coefficient of Voc VOCIEEES -0.307%/°C
+9 Temperature Coefficient of lsc IsciEEZRET +0.04%/C
Tt Temperature Coefficient of Pmax Pmaxi@E&# -0.423%/C
Tt Maximum Series Fuse Rating @ SRk 4 HRBR(A) 15A
e Number of Cells Fjts F 4 & 6x12(156mmx156mm)
- Junction Box &2 Ip67 rated/with 6 bypass diodes IP67%& %k [ 612 _RE IP67EHR
Cable B4 Length 900mm,4mm?’
gg% TemperedGlaSE.‘-fW%f‘Ei% | 3.2mm(0.13inches)temperedglaés 3.2mm (0.13 )R LIRIE
i _ Cell Encapsulation Bith it % EVA ( Ethylene—-Vinyl-Acetate)
Module type: Container fE2#E 20FT | 40GP | 40HQ
KD-M310W, KD-M315W, KD-M320W, Crecssperpaler spamn | s s e Dacksheci i Composte fiim £
KD-M325W, KD-M330W, KD-M335W, © Pallets per container SHEREEAY 00000 ! 5 11 11 Frame g Anodized aluminum alloy 55
KD-M340W " Ploces per container BEEERE | a0 594 | 660 Dimension R 1957x992*40mm(77.05x39.06x1.57inches)
Maximum Surface Load Capacity @A EE R 5400Pa
HAHERSIHE HailfEs maximun diameter of 26mm with impact speed of 23 m-s-1 &ABEZ255K1923 m-s—11EERIZIA
Highest module efficiency: + EnE Temperature Range i2EEE -40C to +85C
Positive tolerance offer:0-+5w

17.54%

HHEMNMIZEER
Material & Workmanship warranty:

10 year

BRI AERITREER
TUV bankable in all European big banks

58 I RIE ‘ - -
Linear power output warranty: IERREFRZRIE(2400 pa)FIHL A H(5400 pa)
Certificated to withstand wind (2400pa) and mechanical
2 5 y e a r load (5400pa)
~
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Weight 58

PR BALEHKEET)
PHYSICAL CHARACTERISTICS Unit:mm({i

22.5Kg(49.61bs)

B8R

ELECTRICAL CHARACTERISTICS

nch) S MEEE(EFIRE25T)

Electrical performance (cell temperature:25°C)
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Voltage (V)



