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0 unctionsior S ‘235 | ¢ High module conversion efficiency up to 17.5% through innovative
rainage holes arcode/ .
\ e amn ) R manufacturing technology
tabet e Positive tolerance of up to 3%

o| Mounting Slots o

® Excellent low light performance on cloudy days, mornings and evenings
® Heavy snow load up to 5400Pa,wind load up to 2400Pa
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#|_Grounding noks .18 % g e 10 years product warranty on materials and workmanship,25 years output
power warranty
e 100% EL double-inspection ensures modules are defects free.
B e Modules sorted&packed by current to improve systems performance
¢ |SO 9001:2008 Quality management systems
’ T « 1SO 14001:2004 Environmental management systems
® BS OHSAS occupational health and safety management systems
Nominal Operating Cell Temperature(NOCT) 45+2 C
g;‘g Temperature coefficients of Voc -0.35 %/C
Temperature coefficients of Isc +0.055 %/C
Temperature coefficients of Pmax -0.45 %/C
Power tolerance 0-+3%

SunLink PV Technology Co., Ltd.

Nanyuan Road, Zhangjiagang Economic Development Zone,
Jiangsu Province, 215600, China.

Tel: +86-512-58166568 58166566

Fax: +86-512-58166560

www.sunlink-pv.com




285 W Maximum Power

MECHANICAL CHARACTERISTICS

Solar Cell 60 mono-crystalline 156 x 156 mm

Junction Box IP67 rated

Output Cables 900 mm length cable, compatible with MC4 connctors

Weight 18 kg

ELECTRICAL CHARACTERISTICS
Module Type SL220-20M285 ~ SL220-20M280  SL220-20M275  SL220-20M270  SL220-20M265

Nominal voltage (V) 319V 31.7V 315V 31.3V 31.1V

Open circuit voltage (V) 385V 38.3V 38.1V 379V 37.7V

Module efficiency 17.5% 17.2% 16.9% 16.6% 16.3%

Maximum System Voltage 1000 V DC 1000 V DC 1000 V DC 1000V DC 1000 V DC

Maximum power (P .,) 208 W 205 W 202 W 198 W 195 W

Nominal current (1 6.89 A 6.82 A 6.74 A 6.63 A 6.55 A

mpp)

Short circuit current (1) 7.55 A 743 A 7.31A 7.19A 7.06 A

PACKING CONFIGURATION Current-Voltage & Power-Voltage Curve (SL220-20M280)

Warranty 10 years product workmanship warranty
12 years 90 % of the nominal power warranty
25 years 80 % of the nominal power warranty
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Container 20' GP 40'GP 10 300
Piocesperpallt 3 30
Pallets per container 12 28 8 7250
 Pleces percontainer 360 80 7 <\
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CAUTION: Read Safety And Installation, Instructions Before Using The Product. Voltage (V)
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Sepcifications included in this datasheet are subject to change without notice.
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