SRP'6MA SERIES 6 INCH 72 CELLS

350-360w

N\ SZRAPHIM:

MANAGEMENT SYSTEM

1ISO 9001: Quality management system

1ISO 14001: Standard for environmental management
system

OHSAS 18001: International standard for occupational
health and safety assessment system
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SRP'6MA SERIES 6 INCH 72 CELLS
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Electrical Characteristics(STC)
Junction Box—{(]
Module Type SRP-350-6MA SRP-355-6MA SRP-360-6MA Q. Mounting holes—p
Maximum Power at STC -Pmp (W) 350 355 360 D 1
0 LeLel SERIAL NUMBER [~
Open Circuit Voltage -V __ (V) 47 47.2 47.4 T
W
Short Circuit Current -1__ (A) 9.51 9.61 9.70 g
Maximum Power Voltage -V, (V) 38.1 38.3 38.5 . ?):(o;:ndmg holes
g 2
Maximum Power Current - _ (A) 9.19 9.27 9.36 E Py 1041
: g9 = — —pyT — —F
Module Efficiency STC-n_ (%) 18.04 18.3 18.55 g 8E 5 tive (-) o (+)
it negative (- positive ( +
STC: Irradiance 1000 W/m? module temperature 25°C AM=1.5 Caiitzsr
Power measurement tolerance: +/-3%
Electrical Characteristics(NOCT) 0 L
Module Type SRP-350-6MA SRP-355-6MA SRP-360-6MA
|
Maximum Power at NOCT -P__(W) 260 263 267 RN
[ )
Open Circuit Voltage -V _ (V) 43.4 43.6 43.8 94241 \\\ H /
992+1
Short Circuit Current -1 (A) 7.68 7.75 7.84
Maximum Power Voltage -V, (V) 35.8 359 36.1 ‘_35_
70 . 70
Maximum Power Current -1 (A 7.27 7.33 7.40 T
»®) | N—
NOCT: Irradiance 800 W/m? ambient temperature 20°C wind speed :1m/s h g
Power measurement tolerance: +/-3% E’ Ei
So
Power Tolerance (W) (0,+4.99) % Bl
- E 2:1 : _
Maximum System Voltage (V) 1000 (TUV) W
Maximum Series Fuse Rating (A) 20

* All Dimensions in mm
* The above drawing is a graphical representation of the product.

For engineering quality drawings please contact SERAPHIM.
Temperature Characteristics

Pmax Temperature Coefficient -0.40 %/°C

Voc Temperature Coefficient -0.32 %/°C |-V Curve(SRP-350-6MA)
Isc Temperature Coefficient +0.05 %/°C

Operating Temperature -40~+85 °C .

Nominal Operating Cell Temperature (NOCT) 4512 °C Cols tomp. = 25°C

Incident Irrad. = 1000 W/m?

Packing Configuration Incident Irrad. = 800 W/m?

. B Incident Irrad. = 600 W/m?
Container 20°'GP 40'GP 20'GP 40'GP g ° ]
Pieces per Pallet 21 21 26 26 © A Incident Irrad. = 400 W/m? i
Pallets per Container 10 22 10 22

Incident Irrad. = 200 W/m?

Pieces per Container 210 462 260 572 \
. ! ! !

B ry - 0 10 20 30 40 50
Mechanical Specifications Voltage [V]
12
External Dimensions 1956 x 992 x 50 mm 1956 x 992 x 40 mm
Weight 24 kg 23 kg 10 B
Solar Cells Mono crystalline 156.75 x 156.75 mm (72pcs) Mono crystalline 156.75 x 156.75 mm (72pcs) 4L |
Front Glass 3.2 mm tempered glass, low iron 3.2 mm tempered glass, low iron =
Z s 4
Anodized aluminium alloy Anodized aluminium alloy E
Incident Irrad. = 1000 W/m?
Junction Box P67 P67 4 Cells temp. = 10 °C g
Cells temp. = 25 °C
—— Cells temp. =40 °C
Output Cables 4.0mm? cable length:1100 mm 4.0mm? cable length:1100 mm —— Cells temp. =55 °C
2[- —— Cells temp. =70 °C 7
Connector MC4 Compatible MC4 Compatible
L L L L
Mechanical Load 5400 Pa 5400 Pa ® 10 20 30 40 50
Voltage [V]
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