Monocrystalline Solar Module

ECO SHINE-60S

PID and snail trails free

Excellent performance under low irradiance

Additional environmental tested for salt mist
/ammonia/sand,Ensure performance in harsh
environment

Power tolerance 0~+5w
Guaranteed power output

60cells 275'295W

Monocrystalline Output Range

Module Additional yield and easy maintenance with

high transparent self-cleaning glass

18. 1. 0~+5w

num Output
Efficiency Guarantee

2 times EL testing during manufacturing,defect
-free modules

Passed TUV Thresher test ensure module’ s
long-term performance and reliability
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Embrace solar future Mo nocrysta lline Solar Module

AIDUYS  ECO SHINE-60S

I — — Electrical Specification (STC) | AD275-60S AD280-60S AD285-60S AD290-60S AD295-60S
: = . Max.Power PmW] 275 280 285 290 295
Power Tolerance Pm[W] 0~+5 0~+5 0~+5 0~+5 0~+5
H 4 Max.Power Voltage  V[M] Sy 320 323 326 330
E Max.Power Current  I[M] 8.68 8.75 8.83 8.90 8.94
= Open CircuitVoltage VOC[V] 383 386 389 39.2 39.6
5 Py
< 8 5 | ' Short Circuit Current  ISC[A] 9.23 9.30 9.38 9.45 9.49
= CNE ,./
Module Efficiency %] 16.9 1722 17.5 1738 18.1
T STC : Irradiance 1000W/m* ,Module temperature 25°C,AM=1.5
1 =
| | Electrical Data (NOCT) AD275-60S AD280-60S AD285-60S AD290-60S AD295-60S
[ ] Max.Power PmW] 195 198 202 206 210
1 o |
94241 Max.Power Voltage V[M] 28.3 285 288 289 29.1
: 92 —__ Max.Power Current  |[M] 7.15 7.23 7.30 7.38 7.45
Open Circuit Voltage VOC[V] 35.0 351 35.3 354 35.5
Back View Short Circuit Current ISC[A] 7.52 757 7.63 7.69 7.75

NOCT : Irradiance 800W/m* Ambient temperature 20°C, Wind speed 1m/s

Mechanical Characteristics

Solar Cell Type 156.75x% 156.75mm Mono
No. of cells 60(6x 10)

Dimensions 1640 x 992 x 35mm
Weight 18.2kg

Frame Anodized Aluminum Alloy
Junciton Box IP67 Rated

Cables 4mm?, 900mm
Connectors MC4/MC4 compatible

PV module: AIDUO, ADZES-505

Cols lemp. = 25°C

i e l Packing Configuration
of B Modules per pallet 30 piece
Modules per 40’ container 840 piece

2 o o= 200 e Temperature Rating Maximum Rating
. : NOCT 45£2°C Operating Temp -40~+85°C
i Temp Coefficient of Pus -0.42%)/°C Max.System Voltage 1000V DC
Temp Coefficient of Ve -0.31%/°C Max.Series Fuse Rating 15A

Temp Coefficient of I 0.039%/°C




