STELLA-60S

Monocrystalline Solar Module

Embrace solar future
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Excellent performance under low
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Additional environmental tested for salt
mist/ammonia/sand,Ensure performance
in harsh environment

Power tolerance 0~+5w
Guaranteed power output
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Monocrystalline Solar Module

Electrical Specification (STC) AD280-60S-DGT  AD285-60S-DGT  AD290-60S-DGT  AD295-605-DGT  AD300-605-DGT
Max.Power Pm{Ww] 280 285 290 295 300
Power Tolerance Pm[W] 0~+5 0~+5 0~+5 0~+5 0~+5
Max.Power Voltage V[M] 31.7 318 322 325 32.7
Max.Power Current I[M] 8.84 8.97 9.01 9.08 9.18
Open Circuit Voltage ~ VOC[V] 39 393 39.5 39.7 40
Short Circuit Current ISC[A] 9.35 9.45 9.5 9.55 9.66
Module Efficiency [9%] 17.0 17.3 17.6 179 18.2

Electrical Data (NOCT) AD280-60S-DGT  AD285-60S-DGT  AD290-60S-DGT  AD295-60S-DGT  AD300-60S-DGT
Max.Power Pm[W] 209 212 216 220 224
Max.Power Voltage VM) 294 29.6 299 30.2 30.4
Max.Power Current I[M] Al 717 7.23 7.28 7.34
Open Circuit Voltage  VOC[V] 36.3 36.6 36.7 36.9 37.2
Short Circuit Current ISC[A] f7ASS 7.63 7.67 7.71 T7.79

Mechanical Characteristics Temperature Rating Maximum Rating

Solar Cell Type  156.75x 156.75mm Mono NOCT 44+37°C Operating Temp -40~+85°C
No. of cells 60(6x 10) Temp Coefficient of Pu -0.39%/°C Max.System Voltage 1500V DC
Dimensions 1658 x 992 x 6Bmm Temp Coefficient of Ve -0.29%/°C Max.Series Fuse Rating 15A
Weight 23.5kg Temp Coefficient of I 0.050%;/°C
Frame No frame
Cables 4mm?, 500mm Modules per pallet 33 piece
Connectors MC4/MC4 compatible Modules per 40" container 858 piece
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