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ModuleZB 4 TSM280-B-60

Encapsulation£t3£ Glass/EVA/Cel1/EVA/TPT BiH5/EVA/HiitF/EVA/ TR
Size and Number of cellsE it B R~F FAZ{E 156 75mmx156. 75mm/60pcs 156. 75 23K %156. 75 ZK /60pcs
Pmax& AN (W) 280 275 270
Cell Efficiency B8 it 32 %(%) 20. 2 19.8 19.5
Module Efficiency 2B 312 (%) 17.2 16.9 16.6
Tolerance’/AZ +3%
VocH B IE (V) 38.5 38.3 38.18
IscAEE& FEiRT(A) 9.48 9.33 9.27
Vmpi A EBE(V) 32. 80 32. 52 32.28
ImpER KN ZEE 7 (A) 8.54 8.46 8.37
Max.Syst.Open Voltagesz X R4 FFEEHIE (V) 1000 60 5 156. 75%156. 75 2K 3 e MU Hlt el it 4 R S AR 4B
Diodes —#R & 3by-pass Photovoltaic Modules 60pcs 156. 75%156. 75mm mono—c
Dimension R < (mm) 1640 X 992 X 35 rystalline silicon 488 cells

Weight& & (kg) 18.2 Isos0-5: 6D £ £ 2 CORIE TR mmag
; Nas S T A e ERNERENMED AR, FEBENLE
MAX Over Current Protecing Rating AT R RIPZE (A) 15 B, EVAMTPTEHERE, E55E. BESHEM
Operate Temp ScopefE{EiBESEE T -40~+85 TEER—RAH, 558 B RN S &
Relative humidity 483438 & % 0~95% ARELE— R RN RER" @,
el T L EEBALEASIEE, BE, BREMTL-
rame Thicknessi#E/E & ¥ CABLEO1ZE#2HE R, HREAMAEAMGIL
35mm 204pes/20GP 896pcs/40HQ BROREMKIBRE T, R, (1)
AEZRR. B, FKEHENE,
The TSM280—B—60 series modules consist
Temperature coefficientsiB E & ot BOBES SIS HonG ~crystElling Figh
NOCTH i FiE T/EBE 45%C + 2C effcient silicon 4BB cells, which are
Short—circuit temperature coefficient4d ¥ B ifi iR R 1 o (lst) 0.060%/C individually characterized and electronically

PR o = matched before interconnection and
Open- circuit Voltage tempergtgre coefflmen‘t%ﬂ%@t}iiﬁlﬁ%éﬁl B (Voc) -0.34%/C Laminated with toughened glass, EVA and
Peak power temperature coefficientlE {E L R 8 & Z ] y (Pmax) -0.41%/C TPT of high quality.

NOCT: Mominal Operating Cell Temperature data is only for referencerg it T{EiS E Bt 5 = After assembled with anodized aluminum

alloy frame, cable and junction box with TL-

= CABLEO1 connectors, Titan solar modules

OUtPUTﬁtHE can be installed easily and work for a long

Cable£#i4.0mm" Lengthi E1000mm Connecteri&#kTL-CABLEO1 Type ( & ) period. At the same time, they can withstand
the storm, strong wind and hail impact, etc.

Current-Voltage & Power-Voltage Curve (2755-20)
20 Motk FEREE TN I EREK47005
No. 4700, Dongwan Road, Mechanical Industrial
Zone, Wuhu City, Anhui Province, 241100, P.R.
China

FiE(Tel): +86-553-8718979

fEE (Fax): +86-553-8718991

ER43(P.C): 241100

HR#8 (Email): sales @titanpv.com

EM(Web): www.titanpv.com
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