
45W/250W/ 255W/260

Conforms with
IEC IEC 61730-1:2016, IEC 61730-2:2016,

IEC 61215-1:2016, IEC 61215-1-1:2016,
 61215-2:2016,

Test

ReneSola Jiangsu Ltd



45W/250W/ 255W/260

55 24/ s 60 24/ s45 24/B s 50 24/ s

55 24/ s 60 24/ s45 24/B s 50 24/ s

8 04 ReneSola Jiangsu Ltd

250

0 ~
5.37

45

0.0
9 04

37.5

Maximum Power (Pmax)

Power Tolerance

Maximum Power Current (lmp)

Maximum Power Voltage (Vmp)

Short Circuit Current (lsc)

Open Circuit Voltage (Voc)

255

0 ~
5.67

56

0.2

9 12

37.8

m2, Cell Temperature 25oC)

245

0 ~
5.06

5

29.8

97

37.1

260

0 ~
5.98

62

0.2

19

37.8

185

57

28.2

12

35.0

Maximum Power (Pmax)

Maximum Power Current (lmp)

Maximum Power Voltage (Vmp)

Short Circuit Current (lsc)

Open Circuit Voltage (Voc)

189

6.63

28.5

20

35.1

W/m2, AM1.5, Ambient Temperature 20oC, Wind Speed 1m/s.

182

53

27.9

04

35.0

193

6.74

28.6

27

35.2

Cell Type

Glass

Frame

Dimension

Output Cable

Weight

, 156 60 10 pcs in  series

Anodized Aluminum Alloy

640

4 mm 900

19

 PV-JM601AConnector 1

oC
oC
oC

 45oC oC+_

Container

Pallets per Container

Pieces per Container

-40oC ~ oC

20

Maximum System Voltage



65W/270W/ 275W

Conforms with
IEC IEC 61730-1:2016, IEC 61730-2:2016,

IEC 61215-1:2016, IEC 61215-1-1:2016,
 61215-2:2016,

Test

ReneSola Jiangsu Ltd



65W/270W/ 275W

75 24/ s65 24/ s 70 24/ s

75 24/ s65 24/ s 70 24/ s

8 04 ReneSola Jiangsu Ltd

270

0 ~
6.60

80

0.7
9 21

38.1

Maximum Power (Pmax)

Power Tolerance

Maximum Power Current (lmp)

Maximum Power Voltage (Vmp)

Short Circuit Current (lsc)

Open Circuit Voltage (Voc)

275

0 ~
6.90

88

1.0

9 30

38.3

m2, Cell Temperature 25oC)

265

0 ~
6.29

75

30.3

9.20

37.9

200

98

28.7

40

35.7

Maximum Power (Pmax)

Maximum Power Current (lmp)

Maximum Power Voltage (Vmp)

Short Circuit Current (lsc)

Open Circuit Voltage (Voc)

204

7.09

28.8

55

35.8

W/m2, AM1.5, Ambient Temperature 20oC, Wind Speed 1m/s.

196

88

28.5

36

35.5

Cell Type

Glass

Frame

Dimension

Output Cable

Weight

, 156 60 10 pcs in  series

Anodized Aluminum Alloy

640

4 mm 900

19

 PV-JM601AConnector 1

oC
oC
oC

 45oC oC+_

Container

Pallets per Container

Pieces per Container

Maximum System Voltage
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