IP68 Junction Box and Connector have a high degree of waterproof,
effectively resist the harsh environment

The junction box carries a current of 15A, ensuring high current flow
through the modules

Glue-spilled tank has a double-layer waterproof, cross-section with
hook-shaped aluminum frame, enhanced by 10% of the mechanical
load strength

The module refines the current division, thus effectively reducing the
loss of up to 2% due to mismatch and increasing the power output of
the system

Excellent salt spray resistance, anti-ammonia and anti PID, TUV, SUD
certification approved

Passed the 2400pa wind load and 5400pa snow load test, ensuring
that the module has a stable mechanical life

Modules are packaged according to color classification, to achieve
consistent appearance after installation
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: — Cell Type Mono Crystalline 156.75x156.75mm
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Maximum Power Current(lmpp) | 709 714 718 725 731 7.41
Maximum Power Voltage(Mmpp) | 347 350 353 355 357 357
NOCT: lIrradiance at 800W/m? | Ambient Temperature 20°C |, wind speed 1m/s .
Y Gurves at CHMNI30-72M at different Imadiances
Cell Temp - 35°C
. Maximum System Voltage vDC 1000V
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Voltage(y) Norminal Operating Cell Temperature(Noct) A5°C+2°C
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¥ o Container 20° GP 40' GP
20 Fieces Per Pallet 27 27
L Pallets Per Container 10 24

Fieces Per Container 270 648





