EVIVO

EE-STM-6P

PERFORMANCE & ADVANTAGES:
¢ High module conversion efficiency up to 17.52% by using high efficient solar cells
and advanced manufacturing technology.

e Low degradation and excellent performance under high temperature and
low light conditions.

¢ Robust aluminum frame ensures the modules to withstand wind loads up to
2400Pa and snow loads up to 5400Pa.

e High reliability against extreme environmental conditions (passing salt mist,
ammeonia and hail tests).

e Potential induced degradation (PID) resistance.
e Positive power tolerance of 0 ~ +3 %.




ELECTRICAL CHARACTERISTICS AT STC

Nominal Power (Prax) 250W 255W 260W 265W 2raw 275w 280W 285w
Open Circuit Voltage (Voc) 38.0v 38.1v 38.2v 38.3v 38.4v 38.5v 386V 38.7V
Short Circuit Current (lsc) 8.75A 8.83A 8.90A 8.98A 2.094 8.20A 9.314 9.42A
Voltage at Nominal Power (Vig) 30.3v 30.5v 30.7v 30.9v 3.V 31.3v 3.5V N7V
Current at Nominal Power (leg) 8.26A 8.37A 8.47TA 8.58A 8.694 8.794 8.80A 9.00A
Module Efficiency (%) 15.37 15.67 15.88 16.29 16.60 16.90 17.21 17.52
Operating Temperature -40°C to +85°C

Maximum System Voltage 1000V DC

Fire Resistance Rating Type 1(in accordance with UL1703)Class C(IECE1730)

Maximum Series Fuse Rating 154

STC: Irradiance 1000W/m#, Cell temperature 25°C, AM1.5
ELECTRICAL CHARACTERISTICS AT NOCT

Nominal Power (Prax) 184W 188W 191W 195W 199w 202w 206W 210w
Open Circuit Voltage (Voc) 35.0v 351V 3a5.2v 35.3v 354V 35.5V 358V 5.7V
Short Cireuit Current (lsc) T.094 7.15A T.21A T.2TA 7.36A 7.45A T.54A T.E3A
Voltage at Nominal Power (Vm) 27.6V 27.8v 27.9v 281V 283V 28.5V 287V 28.9v
Current at Nominal Power (l=e) 6.67TA 6.7TA 6.854 6.94A T.04A T7.094 T.18A T.2TA

NOCT: Irradiance 800W/m?, Ambient temperature 20°C, Wind Speed 1 m/s

MECHANICAL CHARACTERISTICS TEMPERATURE CHARACTERISTICS

Cell type Polyerystalline 156x156mm (ExBinches) Mominal Operating Cell Temperature (NOCT)  45°C+2°C
Mumber of cells 60 (6x10) Temperature Coefficients of Prax 0.41%C
Module dimensions 1640x992x40mm (64.57%39.06x1.57inches) Temperature Coefficients of Vec “0.31%C
Weight 18.5kg (40.8lbs) Temperature Coefficients of lsc 0.05%/*C
Front cover 3.2mm (0.13inches) tempered glass with AR coating

Frame Anaizea suminum aloy [PACKAGING |
Junetion box IPG7, 3 diodes Standard packaging 26pcs/pallet

Cable 4mm? (0.008inches?), 900mm (35.43inches) Module quantity per 20° container 312pcs
Connector MC4 or MC4 compatible Module quantity per 40° container | 728pcs(GP)784pes(HQ)

ENGINEERING DRAWINGS
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Specifications in this datasheet are subject 1o change withoul prior notice,

EVOLVE ENERGY GROUP CO., LTD

C (PART OF EVOLVE ENERGY GROUP)
Room No. 702, 7/F, Fu Fai, Commercial Centre 27 Hillier Street
Sheung Wan, Hong Kong, Asia.

-Energy Group= Whatsapp / Mobile: +91 7338821798
Skype: evolve energy group

Email: inti@evolveenergygroup.com | Website: www.evolveenergygroup.com




