
    

    

    

    

   
 

 

    

    

    

 

   

   

   

   

    

    

     

      � � � �� � �� � ���	

	������
 � � � � � � � � � �� � � � � � � � � ! " # $ % � " " � & ' ( å æ æ ç è é ê ë è ì í î ç ê ï ï åð ê ñ ò ë ó î ç ê ï ï ô ôõ ö ÷ ø ù ú û ü ý þ ÿ � � � � � � �� � � � 	 
 � � � � � �  � � � � � � � 
 �  � 	  � � � � � �  � � � 
 � � 	 � � � � � � � � � � �  � � � � 	  � � � 	 � � � 	 � � 	 �  � � �  	 � � 


� � � � � � ! � " # $ % � & ' ! ( )C4
Ú Û

C460

POWERED BY

MOTECH
SOLAR CELLS

PEAK POWER: 290-300 Wp

FEATURES INCLUDE:

•60 MOTECH monocrystalline solar cells connected in series 

•Positive power tolerance of 0~3% improves system 

    performance 

•Industry-leading module efficiency:

    maximum efficiency of 18.5% 

•Tested up to 5400Pa for maximum load resistance 

•Progressive Power Warranty guarantees 80.2% of rated 

    power at 25 years 

•Manufactured globally with world-class quality standards 

QUALITY, RELIABILITY, AND KWH YIELD

MOTECH modules are powered by industry acknowledged 

high performance, reliable MOTECH silicon cells. 20 years 

of experience in solar module engineering and design, 

along with rigorous durability and performance tests, ensure 

reliable lifetime performance and maximum kWh yield. 

XS  60+SERIES PHOTOVOLTAIC MODULES

•Verified resistance against PID effects (PID free)

•25-year progressive power warranty

•10-year warranty on materials and workmanship

25-YEAR PROGRESSIVE WARRANTY*

CERTIFICATIONS & STANDARDS*
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3.2mm low iron tempered glass with

anti-reflective coating

MC4 Compatible
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Electrical Performance @ STC

26 pieces/ pallet, 728 pieces/ container
(40ft HQ)

Packing

19.5kg±5%
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Maximum Power Pmax[Wp]

1632×995×40 mmDimension

Φ4.0mm² , 1000mm

Module Efficiency (%)

945mm

995mm
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