PROPSOLAR

Sunshine makes better life
MODULES 100W - 105W
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ELECTRICAL SPECIFICATIONS
Maodel Type 100W 105W
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Optimum Operating Voltage (Vmp) 17.30v - 1765V
Optimum Operating Current (Imp) 5.78A 5.95A
Open Circuit Voltage (Voc) 21.30v 21,50V
Short Circuit Current (Isc) 6.21A 6.26A
Module Efficiency 13.21% 15.40%
Cell Efficiency ' 17.50% 17.88%
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‘Operating Temperature . ' C 40°C~+85C
Maximum Series Fuse Rating 154
Number of Bypass Diode 2

MECHANICAL DATA ELECTRICAL CHARACTERISTICS

Cell Type 156mm x 104mm Current-Voltage Characteristic (I-V Curve) Temperatute dependente:of fsc;

Cell Arrangement 36 cells in series ) l - Voc and Pmax
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Dimensions 1006 x 676 x 30 mm 00— oRTe]
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Weight 8.23kg T 450 o0OW/F S
Front Cover 3.2mm tempered glass SR 2 60
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Frame Material Anodized aluminium alloy 235 2 40 bttt —f—
: — c e : 2 Tamp. Coeff of fsc =+0.065% °C
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Cable 25mm (IEC) / 12AWG (UL), 900mm (650mm is optional) o+ : 5 R E n Z 0 T
Connectors MC4 or MC4 compatible Voltage (Vi Cell Tamperature ('C)
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Temperature Coefficient (Pmax) -0.410% /°C E :%_
Temperature Coefficient (Voc) -0.346% / °C o E
Temperature Coefficient (1sc) _ 0.065% / °C _ GKIG_ — E ol 1
: : 3 0 300 400 600 800 1000
Norminal Operating Cell Temperature 453+2°C Valtage (V) Irvadianice (W/m)



