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305-325Watt

305-325Watt

Group

Current-Voltage & Power-Voltage Curve (USG-310-6P)

Mechanical Specifications

* All Dimensions in mm

* The above drawing is a graphical representation of the product. 

Temperature Characteristics

Pmax Temperature Coefficient -0.41 %/°C

Voc Temperature Coefficient -0.32 %/°C

Isc Temperature Coefficient +0.05 %/°C

Operating Temperature -40~+85 °C

Nominal Operating Cell Temperature (NOCT) 45±2 °C

Packing Configuration 

Container  20’GP 40’GP

Pieces per Pallet 26 26

Pallets per Container 10 22

Pieces per Container 260 572

External Dimensions 1956 x 992 x 40 mm

Weight 24 kg

Solar Cells Polycrystalline 156 x 156 mm (72pcs)

Front Glass 3.2 mm tempered glass, low iron

Frame Anodized/ Electrophoretic aluminium aloy

Junction Box IP65/IP67

Output Cables 4.0 mm2,cable length：900 mm

Connector TL-CABLE01 / PV-TT01 / 05-6

Mechanical Load 5400 Pa

Hailstone Impact Test 80 km/h for 25 mm ice ball
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Power measurement tolerance: +/-3%
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Maximum Power at STC W

Minimum Module Efficiency ( ηm ) %

Open Circuit Voltage (Voc) V

Short Circuit Current (Isc) A

Maximum Power Voltage (Vmp) V

Maximum Power Current (Imp) A

Maximum System Voltage 1000 (TÜV) V

Maximum Series Fuse Rating 15 A

Electrical Characteristics

Rated Power at STC (Pmp)

Power Tolerance

USG-310-6PUSG-305-6P USG-315-6P USG-320-6P USG-325-6P Unit

310

310+/-3%

15.98

44.70

9.13

36.30

8.54

315

315+/-3%

16.29

44.80

9.24

36.40

8.66

320

320+/-3%

16.59

44.90

9.38

36.40

8.78

305

 +/- 3%

305+/-3%

15.67

44.60

9.06

36.00

8.48

325

325+/-3%

16.90

46.30

8.88

39.00

8.34

 +/- 3%  +/- 3%  +/- 3%  +/- 3%


