Product Specification -72MONO
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HIGH STRENGTHENED DESIGN
Certificates Maximum mechanical load 5400 P MECHANICAL SPECIFICATIONS PARKINGG INFORMATION
) L Dimensions (L x W x H, mm) 1640%992+*35 Loading Capacity 594pcs / 40HQ
A i?sml A C€ Electrical Characteristics - " Size / pallet (mm) 2040 % 1120 x 2335

Mono 156/6*10 Weight(kg) 1410kg / pallet

Specification (mm)

BQ360-72PM BQ365-72PM  BQ370-72PM - - -
Dimensions (L x W x H, mm) 2000 x 992 x 40 Packing configuration 62pcs/pallet
Nominal power Pm(Wp) 360 — 4 TP » Loading Capacity 868pcs/40HQ
Opencircuit voltage Voc (V) 46.94 47.23 47.46 i * *
[ ’ Specification (mm) Mono 156 / 6 x 12 Size / pallet (mm) 1690*1135*2325
Shortcircuit current Isc(A) 9.48 9.55 9.65 .
Hail resistance Max. @ 28 mm,at 23 m/s We|ght(kg) 1260kg/pallet
Voltage at max power  Vmp(V) 39.09 39.46 39.81 IP
Windload 2400Pa / 244kg / m?
Current at max power Imp(A) 8.70 8.87 9.04 IP 65
Mechanical load 5400Pa / 550kg / m?
Module efficiency (%) 17.14 17.64 18.14
System Voltage v) 1500

Temp.coefficient Voc  (%/°C)
Temp.coefficient Isc (%/°C)
Temp.coefficient Pm  (%/°C)
Operating temp. (°C)
NOCT (°C)

-0.36(60P)/-0.33(72P)

0.06(60P)/0.059(72P)

-0.36(60P)/-0.41(72P)
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