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Ulica Solar is a subsidiary of Shanshan Co.,Ltd(SH.600884), Top 500

Enterprise in China. Ulica designs and manufactures high-quality solar cells
and panels starting from August 2005. Its product line covers both mono and (MONO 72C E I—I—

poly crystalline models, suitable for full range of projects from off-grid to on-
grid, from residential to commercial.

5 Bus bar cell design

More evenly distributed mechanical stress
Less micro cracks and resistance losses
Higher fill factor and higher performance

Outstanding mechanical load resistance
2400Pa wind load, 5400 Pa snow load

High performance under low light
Works at cloudy, rainy days

Double electroluminescence (EL) tests
Carefully inspected before and after lamination
to guarantee fault-free modules

World famous insurance
Solar Insurance&Finance(Netherlands), AON(Japan)
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12-year product warranty
25-year linear power warranty
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Ningbo Ulica Solar Science and Technology Co., Ltd
Add: No.181 Shanshan Road, Wangchun Industrial District,Ningbo,China
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Tel: +86-574-28828978 Fax: +86-574-28828997 ULiICa soLar

Email: ulicasales@ulsolar.com.cn Web: www.ulicasolar.com
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LEAOING IN TECHNOLOGYN N N K |

MONO 330W/335W/340W/345W

#FELECTRICAL PERFORMANCE ##1-V CURVE
Electrical Parameters Standard Test Conditions
--------------------------------------------------------------------- |-V characteristics at different irradiations
Module Type UL-330M-72  UL-335M-72  UL-340M-72 UL-345M-72
--------------------------------------------------------------------- 10 — : : : 350
Power Output Pmax W 330 335 340 345 N 4 s ' 315
Power Tolerance APmax w +3% 280
Module Efficiency nm % 17.01 17.26 17.52 17.78 = 245
--------------------------------------------------------------------- < 210
VoltageatPmax Vmo v a4 a5 s 37 % g
Current at Pmax Im A 883 8.94 9.05 9.1 5 140
Open-Circuit Voltage Voc vV 46.0 46.2 46.3 46.4 105
--------------------------------------------------------------------- 70
Short-Circuit Current Isc A 9.27 9.38 9.49 9.60 35
STC: 1000w/m2irradiance, 25°C module temperature, AM1.5 spectrum. 500

Voltage(V)

#8 THERMAL CHARACTERISTICS
Nominal Operating Cell Temperature ______ Noer S oz
Temperature Coefficient of Pmax ¥ %,°C -0.403 I1-V characteristics at different temperature
Temperature Coefficient of Voc Bvoc %/°C -0.330 10.00 T T T
Temperature Coefficient of Isc Qisc %/°C +0.049 L EEEESS : el oo oot -e -
"""""""""""""""""""""""""""""""""""""" 8.00| _ b .

7.oo_______:_______:_______:_ __________

#8 OPERATING CONDITIONS S b b VNN
————————————————————————————————————————————————————————————————————— S 5 1 1 1
Max.System Voltage 1000V : i [ [ TR VO WA W
————————————————————————————————————————————————————————————————————— = .00 ' ' '

Max.Series Fuse Rating 15A © 300F-""""" Lommee- Lomeans DL b Tk S
Operating Temperature Range -40°C ~85°C 200F------ bemeeee R USRI VP WS
Max static snow load 5400Pa ] e L L R Tt ey

- 0. . . .
Maxstaticwindload 2400Pa . 0 10 20 30 20 50

Safety Class I Voltage(V)

#8 CONSTRUCTION MATERIALS
Front Cover(materialitype/thickness) __________low-irontempered glass/3.2mm droinage holes
Cell(quantity/material/type/dimension) 72/monocrystalline/156.75x156.75mm 16 place }
Encapsulant(material) ethylene vinyl acetate(EVA) £ junction box
Frame(material/anodization color) anodized aluminum alloy/silver ) = N
————— R e e e b () (R, V)l
Junction Box(protectiondegree) ____________________ P67 __ . mounting sots o
Cable(length/cross-sectional area) 1100mm/4mm? 8 places IR ,

Plug Connector DC1000,PV-ZH202/PV-JM601A/PV-JM601, Made in China AL A dock Vew

; 942+1mm 1 g g E
B N s

#8 GENERAL CHARACTERISTICS o o ol EEE
Dimension(LWIH) 1956/992146mm P
Weight . 225kg ________

#8 PACKING CONFIGURATION , ‘
_________________________________________________ Section A=A Front View N
PalletSize(LWH) _________________- 2000/1100/2260mm ___ _

PalletWeight ___________ ... 1260kg . -
PiecesperPallet ... 52pcs. .. ¢
Piecesper Container STepes . 5
992+ 1mm g
#7 INTERNATIONAL CERTIFICATES g
. . . Bl ]
« TUV SUD,TUV NORD,UL,CE,JET # !
MCS,CQC,IMERTRO ) ) N : )
- 1S09001:2008 _Pleasg read the mstrqctlon_ manual in this entirety before handing,
. installing,and operating Ulica Solar modules.
+ 15014001:2004 Due to continuous Innocation, research and improvement,
+ BSOHSAS 18001:2007 the specification is subject to change without prior notice.

Made in China www uLicasoLar .carn




