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2 O  1000 W/m at 50  C

2 O  1000 W/m at 25  C

2 O  800 W/m at 25  C

2 O  
600 W/m at 25  C

2 O  400 W/m at 25  C

2 O  200 W/m at 25  C
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Dimensions:

  

Refer Installation, Operation & Maintenance 
manual before use and operation of the product

Compliance of Simulator readings with an accuracy of class AAA (±2%)

NOCT

Pmp

Isc

Imp

Temperature Co-efficients

 0.05

0.03

-0.43

45±2

Voc -0.36

-0.45

Operating Temperature

Packing Configuration

3.0

-40 to +85

436 x 241 x 22 mm 100 mm - 209 mm
(17.1 x 9.5 x 0.86 ") (3.93") (8.2")

351 x 451 x 22 mm 100 mm - 419 mm
(13.8 x17.7 x 0.86 ") (3.93") (16.5")

406 x 661 x 35 mm 200 mm - 630 mm
(15.9 x 26.0 x 1.3 ") (7.87") (24.8")

506 x 661 x 35 mm 200 mm - 630 mm
(19.9 x 26.0 x 1.3 ") (7.87") (24.8")

706 x 661 x 35 mm 200 mm - 630 mm
(27.8 x 26.0 x 1.3") (7.87") (24.8")

866 x 661 x 35 mm 500 mm - 630 mm
(34.1 x 26.0 x 1.3") (19.6") (24.8")

1061 x 661 x 35 mm 600 mm - 630 mm
(45.3 x 26.0 x 1.3") (23.6") (24.8")

1286 x 661 x 35 mm 600 mm - 630 mm
(50.6 x 26.0 x 1.3") (23.6") (24.8")

1481 x 661 x 35 mm 1000 mm 600 mm 630 mm
(58.3 x 26.0 x 1.3") (39.3") (23.6") (24.8")

1481 x 991 x 35 mm 1000 mm 600 mm 962 mm
(58.3 x 39.0 x 1.3") (39.3") (23.6") (37.87")

1645 x 991 x 35 mm 1000 mm 600 mm 962 mm
(64.7 x 39.0 x 1.3") (39.3") (23.6") (37.87")

23.0

Drainage holes are provided from 200Wp and above

12V 10Wp 10 17.50 0.59 21.50 0.62

12V 18Wp 18 17.50 1.05 21.50 1.10
12V 20Wp 20 17.50 1.16 21.50 1.20

12V 30Wp 30 17.50 1.78 21.50 1.93

12V 37Wp 37 17.50 2.18 21.50 2.30
12V 40Wp 40 17.50 2.40 21.50 2.54

12V 60Wp 60 18.00 3.45 21.50 3.65

12V 74Wp 74 18.00 4.25 21.50 4.55
12V 80Wp 80 18.00 4.50 22.00 4.85

12V 100Wp 100 18.00 5.80 22.00 6.10     

12V 125Wp 125 18.00 7.10 22.00 7.59
12V 130Wp 130 18.00 7.42 22.00 8.00

12V 150Wp 150 18.00 8.50 22.00 9.10

24V 200Wp 200 36.00 5.59 44.00 6.08

24V 250Wp 250 36.00 7.00 44.00 7.60

Electrical Parameters Tolerance: ±3%


	Page 2



