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POLYCRYSTALLINE
MODULES 100W - 105W

PHYSICAL CHARACTERISTICS Unit:mm (inc
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SOLAR MODULE: ‘
TS-100P, TS-105P

Model Type TS-100P TS-105P
,,,,, Nominal Meximum Power (Pmax) o AW O
Optimum Operating Voltage (Vmp) 17.30V 17.65V
,,,,, Optimum Operating Current (imp) o SIBA A
,,,,, Open Gircuit Voltage (Voo) A
,,,,, Short Gireuit Qurrent Is0) O B
Module Efficiency 13.21% 15.40%
Cell Efficiency 17.50% 17.88%
,,,,, PoWer TOeraNCe e OO O e
Maximum System Voltage DC 1000V
Operating Temperature -40°C ~ +85°C
,,,,, Meximum Sertes Fuse Rating e A
Number of Bypass Diode 2
MECHANICAL DATA ELECTRICAL CHARACTERISTICS
Cell Type 156mm x 104mm (TS-1 O5P)
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TEMPERATURE CHARACTERISTICS
0 4 8 12 16 20 24
Temperature Coefficient (Pmax) -0.410% /°C Voltage (V)
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Norminal Operating Cell Temperature 453+2°C ('"QTE;") c@us @
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