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Excellent Module Efficiency
Up To17.8%
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Positive Tolerance Of Up To
5% Delivers Higher Outputs
Reliablity
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Excellent weak light
performance

Excellent performance
under low light conditions
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Current sorting process

System output maximized by reducing
mismatch losses up to 2% with modules
sorted & packaged by amperage

PikELEIP67, RIFAMKAIREY
IP67 junction box available
long—term weather endurance

B KRKEHAFILE|5400pa
Heavy snow load
up to 5400pa
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285~295FL

120HALF-CELL POLY
MODULE

285~295Watt
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Global leading quality
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Based on the core idea of creating value for society, customers
and enterprises, we strive for becoming the leading supplier of
photovoltaic products.
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Not less than 97% of nominal power in the first year.
E_FIE_+HAFBFIERTBABIITRINZERO0.7%
Annual power attenuation does not exceed 0.7% of nominal
power from the 2nd year to the 25th year.
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10— year material and workmanship warranty
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PRODUCT&MANAGEMENT SYSTEM
CERTIFICATES

FaREEEKZIAIEISO9001:2008

IMEEE M ZINFISO14001:2004
IEC61215/IEC61730

TUV/JET/CEC

R R 24 IR FIAIE BS OHSAS 18001:3007
CERTIFICATIONS&STANDARD

IEC 61215/IEC61730 : CEC/CE/TUV/JET

ISO9001 : 2008 | QUALITY MANAGEMENT SYSTEM
1ISO14001 : 2004 | STANDARD FOR ENVIRONMENTAL
MANAGEMENT SYSTEM
B\/S‘LQ\HSAS 18001 : 2007
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About Solar Fab
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Zhenjiang Fengyuan New Energy Science & Technology Co.Ltd. was
founded in 2006, with over 600 employees, covering an area of 260 acres, the
company mainly specializes in solar photo voltaic module manufacturing,
sales and R&D. Our factory is located in No.1 South Mingzhu Road, Youfang
Town, Yangzhong, Jiangsu, China. And our capacity reached 1GW in 2019.
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HENREZHTRHEMESH FY-120PE FY-120PE FY-120PE
Electrical Date -285GP -290GP -295GP
I {HIh==

Maximum Power at STC(Pmax) 285W 290W 295W
IEEhERE

Optimum Operating Voltage(Vmp) 31.4v 32.3v 32.5v
IE{EThFEBIR

Optimum Operlzning Current(Imp) 9.08A 8.99A 9.08A
FFEE &

Open Circuit Voltage(Voc) 38.3V 39.0v 39.2v
IR

Short Gircuit Gurrent(Isc) 9.48A 9.47A 9.55A
LA 1R

Module Efficiency 17.2% 17.5% 17.8%
HETERE B

Operating Module Temperature 40Cto+85TC

BARFHE

Maximum System Voltage 1000 V DC(IEC)

B KRS 28 E B -

Maximum Series Fuse Raing

AHNEAE o

Power Tolerance
STC. ERE1000W/ m* , BHRE25T, KXSHEMAMI.5, 1RIE (IEC 60904-9) IhEMXIREBE +3%

STC:Irradiance 1000 W/m?, medule temperature 25C,AM=1.5;

Drainage holes ’

Juncion box .

H
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Grounding holes 1|

Product label——_
BT

Best in Class AAA solar simulator (IEC 60904-9) used power measurement uncertainty is within +/-3%

FY-120PE FY-120PE FY-120PE
Noct -285GP -290GP =295GP
ﬂﬁﬁﬂfpowe, at STC(Pmax) 210.2wW 213.9W 217.3W
ﬂggpf?m%f OfeEl';ting Voltage(Vmp) 28.9V 29.4v 29.6v
ﬂggpftism]{ljn;ﬁ O‘%ﬁiting Current(Imp) 7.28A T.2TA 7.34A
gpﬁ%ijiuit Voltage(Voc) 35.2v 35.9v 36.0v
A3 Fa e 7.69A 7.68A T7.7T4A

Short Circuit Current(lsc)

NOCT:Irradiance 800 W/m , ambient temperature 20T, AM=1.5, wind speed 1 m/s;

Best in Class AAA solar simulator (IEC 60904-9) used, power measurement uncertainty is within +/- 3%
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Temperature Characteristics

NOCT#zE TR ith Frim B

Nominal Operating Cell Temperature (NOCT) 5220
2 e
'Efpﬁieg goﬁffigl of Pmax e
N=]
SRR E R 0.067%/C

Temperature Coefficient of Isc
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Mechanical Characteristics

A PABERD ZRo%ET

Solar Cell Polycrystalline silicon 6in
B8 jth £

No. of Cells 120 (6x20)
HiERT

Dimensions 1670 x 992 x 35mm
HHGEE

Weight 18.5kg

B {EEREML2EFH3.2mm
Front Glass 3.2mm tempered glass
prakid PRIREHESE

Frame Anodized aluminium alloy

mEa (BIFSR)

Junction Box

IP67 rated ( 3 bypass diodes )

g4 (o /MEER/ARE)

TUV(2 PFG 1169/08.07)

Output Cables 4.0mm? symmetrical lengths(-) 700mm and (+)700mm
FEIE 1 R JINGKE
Connectors TL connectors

BERER

Packing Configuration

SEENHE (F) 30 30
Pieces per pallet

SEEBOAAME (F) 26

Pallets per container

SRENHE (&) 780 180

Pieces per container
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All explaination rights belong to Zhenjiang Fengyuan New Energy Technology Co.,Ltd.
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Bii-BE & hE-BEMHLZ&E(295GP )
Current-Voltage & Power-Voltage Curve (295GP )
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