GCL-M3/72GDF 405W

Maximum Power

Bifacial Dual Glass Output
Cast Mono Module

370-405W A | 19.9%

Maximum Module
Efficiency

Cell Type = | | 1 0~+5W

Power Output
Guarantee

Lower LID due to lower More evenly distributed Selected encapsulating
oxygen and carbon content soldering points and better material and stringent
reliability and lower hot spot production process control
risk ensure the product is highly
PID resistant and snail trails
free
Additional safety, Fire class Withstand up to 1500V Sand blowing test, salt mist
Acertified system voltage effectively test and ammonia test passed
reduce BOS cost to endure harsh environments

GCL Delivers Reliable Performance Over Time Linear Performance Warranty

e World-class manufacturer of crystalline silicon photovoltaic modules B GCL S| Standard Module HEEEE GCL S| Dual-Glass Module
97.5%

e Fully automatic facility and world-class technolo S
y y 9y on0nd — (" Additional Value from ™

o i \_30-years Linear Warranty /

e Rigorous quality control to meet the highest standard: ISO 9001, I1SO
14001 and I1SO 45001

e Tested for harsh environments [salt mist, ammonia corrosion and sand 83.1%
blowing test: IEC 41701, IEC 62716, DIN EN 60068-2- 48) 0%

e [ ong term reliability tests Years 1 5 10 15 20 25 30

® 2x100% EL inspection ensuring defect-free modules

12 Years Product Warranty 30 Years Linear Power Warranty

* Please refer to GCL standard warranty for details

Additional Insurance Backed by Swiss RE

* Please refer to GCL for details

@ www.gclsi.com

Bringing Green Power To Life




Bifacial Dual Glass
Cast Mono Module

GCL-M3/72GDF

Electrical Specification (STC*) Module Dimension
1002mm

Test Condition Front Rear Front Rear Front Rear Front Rear Front Rear Front Rear Front Rear Front Rear 966mm
Maximum Power Pmax(W) 370 262 375 265 380 269 385 272 390 276 395 279 400 283 405 286
Maximum Power Voltage VmplV) 3979 4019 3998 4038 4017 4057 4036 4076 4055 4095 4073 4113 4090 4130 4108 4148 D"’% O OO ORI
Maximum Power Current ImplA) 930 651 938 657 946 662 954 668 962 673 970 679 978 685 986 690 . %%%% |
Open Circuit Voltage VoclV) 4809 4739 4828 4738 4847 4177 4846 4796 4885 4815 4903 4833 4920 4850 4937 47 Instelling Hole AT AT CLITI
Short Circuit Current Isc(A] 980 688 98 6% 99 699 1004 705 1012 710 1020 716 1028 722 1036 7.27 s %%%%%
Module Efficiency (%) 181 128 184 130 186 132 189 133 191 135 194 137 196 139 199 140 | TR T NGB T
Power Output Tolerance w) 0~+5 %%%%%
* ; 2 oG Al Installi

Irradiance 1000W/m?, Module Temperature 25°C, Air Mass 1.5 nsmu;i::; MMMMM}M EEEE
Electrical Specification (NOCT*) et

Test Condition Front Rear Front Rear Front Rear Front Rear Front Rear Front Rear Front Rear Front Rear 942mm

Maximum Power Pmax (W) 276.02 194.40 279.74 19694 28349 199.50 287.26 20207 29106 20466 29488 207.26 298.72 209.88 30259 21250 MMMMM

Maximum Power Voltage Vmp (V) 3700 3710 3720 3730 3740 3750 37640 3770 3780 3790 3800 3810 3820 3830 3840 3850 k —
Maximum Power Current Imp (A) 746 524 752 528 758 532 764 536 770 540 776 54k 782 548 78 552 %%%%M é
Open Circuit Voltage VoclV) 4480 4420 4500 4440 4520 4460 4540 4480 4560 4500 4580 4520 4600 4540 4620 4560 E %%%%Mﬂ —
Short Circuit Current Isc(A) 792 556 798 560 804 564 810 568 816 572 822 57 628 580 836 58  Grounding Hote | (UMD QU £
* Irradiance 800W/m?, Ambient Temperature 20°C, Wind Speed 1m/s 4ok MM}MMM ,él

Mechanical Data

Back View
Number of Cells 144 Cells (6x24)
Dimensions of Module L¥*W*H (mm) 2036x1002x30mm(80.16x39.45x1.18 inches) LM—J
Weight (kg) 25.9 kg
Front Side Glass High transparency solar glass 2.0mm (0.08 inches) g E
Back Side Glass High transparency solar glass 2.0mm (0.08 inches) 7 7
Frame Silver, anodized aluminium alloy
J-Box IP68 Rated iz | 30mm
Cable 4.0mm?2 (0.006 inches?), Portrait: 200/200mm (7.87 inches) Short Frame Long Frame
Number of diodes 3 B-B A-A
Wind/ Snow Load 2400Pa/ 5400Pa*
Connector MC Compatible

|-V Curve at Different Temperature (405W)
* For more details please check the installation manual of GCLSI

Temperature Ratings Maximum Ratings

Incident Irrad.=1000W/m?
Cell temp.=10°C

Nominal Operating Cell 43+2°C Operational Temperature -40~+85°C
Temperature (NOCT)

Current(A]
o

Maximum System Voltage 1500V DC 4| Celltemp.=25°C
ici 9% /° Cell temp.=40°C
Temperature Coefficient of Isc +0.06%/°C Max Series Fuse Rating 20A : Ceu:zmz e

Cell temp.=70°C

Temperature Coefficient of Voc -0.30%/°C

Temperature Coefficient of Puax  -0.38%/°C . 0 10 20 30 40 0 0
P ’ Optional Votsgei
PaCkagmg Conf'guratlon Connector: (] Original MC4 1-V/P-V Curve at Different Irradiation (405W)
- 12 450
Module per box 26 pieces Cell temp.=25°C 1000W/m? | oo
o
Module per 40" container 572 pieces " iggx/m/ 350
8 400W/m? | 300
z 200Whm? |
S ¢ 200
Contact Us for More Information o, 150
) 100
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website: www.gclsi.com  email: gclsisalesfdgclsi.com CAUTION: READ INSTALLATION MANUAL BEFORE USING THE PRODUCT
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