
Optimized composite materials, 75% lighter at the

same power

 Lightweight

 Flexible

 Flexional encapsulating and patent materials

IEC 61215, IEC 61730

DAS-LO22P 105W ~ 110W

DAS-LO44P 220W ~ 225W 

      

10
YEAR

Materials and 
LOrkmanship warranty

25
YEAR

Power 
warranty

Product And Quality Certifications

DAS solar has been founded in 2018, the total designed 

production capacity is 5GW high efficiency Mono cell and 

3GW high efficiency Mono module. It will be 1.2GW high 

efficiency Mono PERC cell and 900 MW high efficiency 

Mono PERC module production capacity from  2019.

 Excellent Appearance and Performance

 Esthetics module design, no flare effect, “0” risk of micro crack

Original design making it far less costly for transportation and 
installation

Customization for various senarios, high additional value

Customization

Flexible Lightweight Mono PERC  
High Density Module

Easy transportation and installation

ISO 9001:
2015 Quality Management System

ISO 14001:
2015 Environmental Management System

ISO 45001:
2018 EHS Management System



NMOT* (Nominal Module Operating Temperature): Irradiance 800W/m², Ambient Temperature 20℃, AM1.5, Wind Speed 1m/s

Mechanical Parameters 

Temperature Coefficients

Operating Parameters

Electrical Parameters  (NMOT*)

Electrical Parameters  (STC*)

Module Type

Nominal Max. Power(Pmax/W)

Open Circuit Voltage(Voc/V)

Short Circuit Current(Isc/A)

Operating Voltage(Vmp/V)

Operating Current(Imp/A)

      

Module Type

Nominal Max. Power(Pmax/W)

Short Circuit Current(Isc/A)

Operating Voltage(Vmp/V)

Operating Current(Imp/A)

Module Efficiency(%)

Open Circuit Voltage(Voc/V)

Dimension

STC*(Standard Test Condition): Irradiance 1000W/m², Cell Temperature 25℃, AM1.5

Cell size

1750×400×4mm (L×W×H)

4.0mm

5.2kg

4mm², cable length 300mm (can be customized)

MC4 compatible

IP68, 2 bypass diodes

Black / White

Module size

Module Thickness

Module Weight

Output Cable

Connector

J-Box

Back Color

Mono PERC 158.75mm*31.75mm

Short Circuit Current(Isc)

Open Circuit Voltage(Voc)

Nominal Max. Power(Pmax)

NMOT

+0.048%/℃

-0.31%/℃

-0.38%/℃

43±2℃

Max. System Voltage

Power Tolerance

Operating Temperatue

Max. Fuse Rated Current

Front Static Load

Application Classifcation

Packing Specification

DC1000V

0 ~ +5 W

-40℃ ~ +85℃

15A

Snow load 2400Pa, Wind load 2400Pa

Class A

56 pcs/Pallet, 
1344 pcs/ 20’GP; 2688 pcs/ 40’HQ;

I-V curve

I-V curve

25℃ 70℃40℃ 55℃

400 W/m2

800 W/m2

1000 W/m2 Cells temp. = 25℃

200 W/m2

600 W/m2

Headquarter: No.43, South Bailing Road, Green Industrial Cluster Zone, Quzhou, Zhejiang Province, China 

ShangHai office: Room 606, Building A, No. 169 Shengxia Road, Pudong New District, Shanghai, China

WuXi office: Room 2580, Wuxi IFS, No. 99 Zhongshu Road, Liangxi District, Wuxi, Jiangsu Province, China 

Web:www.das-solar.com     Email：info@das-solar.com
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1750×700×4mm (L×W×H)

3.0kg

56 pcs/Pallet, 
672 pcs/ 20’GP; 2016pcs/ 40’HQ;

LO22P X=400,  LO44P X=700
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