
Design Features

 - Pure Sine Wave < 3% THD
 - USB charging port: 5V, 500mA, over voltage protected
 - Light weight and compact
 - LED indicator for power and protections
 - Temperature controlled fan
 - 12V plug adaptor included
 - For use with small laptops, portable electronics,  

small TVs, VCRs, sound systems and other portable  
sensitive electronics

120W

To view a full selection of Samlex products visit our website at www.samlexamerica.com or contact us: 1(800) 561-5885 or sales@samlexamerica.com

Model 
PST-12S-12A
12 VDC
120 VAC

DC-AC Inverter
    Pure Sine Wave

NOTE: Specifications are subject to change without notice

MODEl NO. PST-12S-12A

OUTPUT

AC OUTPUT POWEr, CONTINUOUS 120W

AC OUTPUT POWEr, SUrGE 120W

AC OUTPUT VOlTAGE 120 VAC +/- 3%

AC OUTPUT FrEqUENCy 60 Hz +/-1%

AC OUTPUT WAVE FOrM Pure Sine Wave

AC OUTPUT TOTAl HArMONIC DISTOrTION < 3%

DC OUTPUT - USb CHArGING POrT 5V ± 0.1V / 500mA

INPUT

INPUT VOlTAGE rANGE 10V~16.5V

MAxIMUM EFFICIENCy 88%

NO lOAD CUrrENT <0.5 A

INPUT CUrrENT, MAxIMUM 15A

FAN Temperature Controlled
 

PrOTECTIONS
 
Short Circuit / Overload: Drops voltage but does not shut down  
Auto reset 
Over Temperature: Shuts down when internal hot spot > 105°C  
Auto reset on cooling 
Low DC Input Voltage: Shuts down at < 10 VDC 
Auto reset at > 11.5 VDC 
High DC Input Voltage: Shuts down at > 16.5 VDC  
Auto reset at < 16.5 VDC 
High DC Output of USB port: Shuts down USB port at > 6.2 VDC 

COMPlIANCE

SAFETy EN 60950-1

EMI
EN 55022: 2006 
EN 55024: 1998 + A1; 2001 + A2; 2003

EMC
EN61000-3-2: 2006 
EN61000-3-3: 1995 + A1; 2001 + A2; 2005

GENErAl

DIMENSIONS (l x W x H), INCHES 7.44 x 4.13 x 1.20 

DIMENSIONS (l x W x H), MM 189 x 105 x 30.5

WEIGHT, lb 1.0 

WEIGHT, kG 0.453

2 yEAr WArrANTy

 12001-PST-12S-12A-0512


