Wuxi Meikal Energy Technology Co.,

MKSKY Series

MKSKY Z5]

DC side/lnput parameters
HENBASH

Max. DC power [W]
BAREMIHE W]

Max. DC voltage [Vdc]
BAEFRE [Vdc]

Min. System start/Feed in voltage [Vdc]

FAEREFEIESE [Vde]
MPPT voltage range [Vdc]
BEARDEERESETEE Vdc]
Max. input current [A]
ERHE AR Al

Number of MPP trackers
BRIIEEES

Input strings

HAEEH

AC side/output parameters
TN E R

Nominal output power [W]
EHEIHEW]
Maximum output power [W]
BEREHEW]

Nominal output voltage/range [V]
fEH S REMAEENV]

AC grid frequency [Hz]

B 5 [Hz]

Maximum output current [A]
FAHIH R TEA]

AC connection(with PE)
BHAR (EHRF
Current distortion(THDi) [%]
B %]

Power Factor

HEFEH

Efficiency

wE

Maximum conversion efficiency [%]

BERERNEm]
European Efficiency [%]
BRI [%]

MPPT Efficiency [%]
BRI PR B A %)
Protection

UL TeveISE-pUIdiny protecuon .

protected)

1600TL~5000TL String Inverter Specifications(Single MPPT)
1600TL~5000TL 41 i ZERSH| (HFEMPPT)

1600TL

1800

550

150

175~480

10

1600

1600

230/180~270 230/180~270

2200T

2400

550

150

175~480

13

2200

2200

50/60Hz autoselection
50/60Hz BiER

9

Single phase
£

<3

099

97.2

96.1

99

DIUIL CHTCUIL PIUtETuUI,

2800TL

3000

550

150

175~480

15

2650

2800

230180~270

3300TL

3500

550

150

175~480

19

3000

3300

230/180~270

3600TL

3850

550

150

200~500

20

3300

3600

230/180~270

4200TL

4450

550

150

200~500

20

3850

4200

230/180~270

4600TL

4850

550

150

200~-500

20

4200

4600

230/180~270

5000TL

5250

550

150

200~500

20

4600

5000

230/180~270

11 15 18 20 22 22 22

Single phase Single phase Single phase Single phase Single phase Single phase Single phase
B #i8 2 g1 i £ £

<3 <3 <3 <3 <3 <3 <3

0.99 099 0.99 0.99 0.99 0.99 0.99

97.2 97.5 97.7 97.7 977 97.8 97.8

96.3 96.4 96.5 96.7 96.8 96.8 96.8

99 99 99 99 99 99 99

LIuunu rauirresiueiiuarn CUTrent mumonmy . Sniu muiunmy . ULiAL SIUE Vansws(Luienidainy

FOF AL FEE0E LG RTE AR E A eSS B E R E AN A e

Certificate
iE

According to AS4777/G83/NVDE0126

HEAS4TTTIGE3/VDEO126
General Parameters
—REH

Embedded DC Switch
FAKERAR

Night power consumption[W]
TEIE B REW]

Isolation type

FEEaE

Protection degree

it 23

Protective class
HE R SR

Operation temperature[*C]
FIFEELC]

Heat Dissipation

AR

Acoustic noise level[dB]

% [dB]

Altitude[m]

EHm]

Storage temperature[°C]
FIEEEFC]

Real Time Clock module
SERTE SRR

LCD Display

-
MRETR

Communication Interface

BfE®RD

Warranty

BfR

Standard warranty
PR

Optional warranty

R

* More technical characteristics are avaliable on demand and customized.

* B AR R BLE .

Optional
HEL
<0.2

Transformerless

TR
IP65

Class |

-25~60

Convection

B
<40

<2000 without power derating
B2 TR R

-30~80

yes

A
4" LCD

Standard R8485(2 in parallel)
1RECRS485% 0 (FH#E)
Optional wireless module

BB RS

5 years

54

10/15/20 years
10/15/20 &

* Specifications subject to change without notice.

* R E N MEE.

Ltd

www. meikaienergy. com



