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GSDZRFESELFEEEE GSD series Hybrid Inverter
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GSD series Controller & Inverter Integration machine is including MPPT controller , Grid Charger &

High-frequency inverter in one machine and pure sine wave integration of Grid & off-grid power generation
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equipment. By controller or grid charger for battery, battery supply power to the inverter at same time, inverter MEEFAE Rated Grid voltage SoaTo0 0 DA SBUAC- N UBOVEC LR
part provide the AC power to Grid or to AC load. TR e v PPPEP—
R FIRIZEEE Grid frequency range 475 ~ 50.2(%;?5?.% 60.5Hz 475 ~ 50.2(E§£?.3~ 60.5Hz

& SEHIDSPIESLE AT LEUROT S SRR Rated output current 13A 145 A/ 58

& REEEERIMPPTSE|S8 IIEEE Power factor > 0.99

& FEERE A REE R E S RRERTH R ERIEA (357 )  Grid input (AC)

o ENEEE TR EBEENEEE Grid start Voltage 120-140 VAC 120-140 VAC 5—#8

¢ TIRESTEIEE: HM MR RESE BEEESEE Auto Re-start voltage 180 VAC 180 VAC

* REER AR EN SRS 5K T AFBEEE Input voltage range 170 - 280 VAC 170 - 280 VAC

¢ PESEERITAILUEAT FIMSBSMEE BAMANEZ Maximum input current 30A 40 A

¢ ZHERIZEOY0USB, RS-232, SNMP |, A{EE S I= A SR EEENE BBtz (32i) Battery model output (AC)

fmEMHEBE Rated output voltage 208/220/230/240VAC 230VAC(P-N)/400VAC(P-P)

4 Advance DSP control design can make detection more accurate ELT Output frequency 50 Hz / 60 Hz (EHEHT Auto)

# Built-in intelligent MPPT controller iR Output waveform HEIEZR Pure Sine Wave

4 Product electric power can be set by software to private use or supply to Grid at same time AF(DCEAC) Efficiency 93% 1%

4 Adjustable battery charging current Eith & 7EEB3% Battery & Charger
4

# Set several kinds of mode operation: Grid, Independent mode (off-grid)l and Hybrid

5TEEBE Rated Voltage 48 VDC 48 VDC
4 Building-in timer can be set machine start and shut down = - o 3 == 3
EAFEEER Maximum charger cur- FhiZ(Preset) 25A, 5A - 25A (G[F#E JmiZ(Preset) 60A,10A-200A(EE%E
rent Adjustable ) Adjustable)

4 IP65 dustproof design can be applicable the outdoor and harsh environment

4 Variety of communication interface such as USB,RS-232 & SNMP, can math monitoring software to FERLAE General specification

achieve the best monitoring results YIER{tEREPhysical properties

(I'D’T‘X\j\‘lﬁ)"mﬁ 107x 438 x 480 167.5 x 500 x 622
HAZE] Technical data T Install way Bzt Wall-mounted E#Ezt Wall-mounted
EiFEY Single phase output =#8%iH Three phase output #E N.W. (KG) 155 45
FREINZR Rated power 3000 W 10000 W fEFFRE Using environment
PVERIA (B3R ) PV input (DC) {RE Humidity 0 ~ 90% 1E3BE T4 Relative humidity without condensation
FERE Rated voltage 360 VDC 720 VDC I=fTIREE Operating temperature 0-40°C -10 -55°C
BAHIABE Maximum input voltage 500 VDC 900 VDC #8158 Elevation range 0 ~ 10002 (M)
Start Eﬂfﬁfﬁ?ﬁ e . HORES RS 320 VDC /350 VDe L EEheEiE , £EE , BABTEN. BHEETTE. . .
EATES(MPPTIBEEE S0 VDC - 450 Voe 150 VDC - 850 VDG Above information is just for reference,no inform if there is any change.Special voltage can be customized.

Mppt vollage range

BAEANEFR Maximum Input current 1x18A 2 x 18.6A

EBRIiEH (357) Grid output (AC)
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