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Inverter/Battery Charger/Solar Charger Controller <

solar panel

USB charger

KSC**PPT

-
chassis ground

remote control switch

www. kosunpower.com

Thome appliances

Kosun new energy ﬁiﬁﬁﬁﬁ:@

Model KSCI000PPT ~ KSCIS00PPT = KSC2000PPT = KSC2500PPT  KSC3000PPT
Rated power ” w | m b m . I 2500W | L’W _‘l
Surge power 2000W 3000W 4000W 5000W . 6000W
Outputvoltags: | 10V ' [ 230V
Frequency [ 50 or 66HZ
Wave form - pure sine wave(THD<5%)
AC regulation [ 10%
putvoltage | 12V | 24V v | v | 2av | asv
Input voltage range - 10.5-15V : 21-30V 42-60V - 10.5-15V - 21-30V - 42-60V
Efficiency - 87% 88% 89% - 88% - 89% 90%
Remote control - . optiur-w] -
Operating model 7 UPS mode or saving mode
Charging way - Automatic 3 stage charging
Charging current - 15A . 8A 4A [ 15A [ 8A . 4A
Input voltage range 7 80-130V AC ' 7170-260\? AC
Output voltage - 12V - 24V 48V 12V [ 24V . 48V [
MPPT charger efftciency‘ . 97% . . 97% .
Input voltage range - 15-70V [ 24-70V i 807 | 15-70V [ 24-70V 48-70V
Output voltage I 12V I 24v | 48V ‘ 12v 24V I 48V

Solar charge currnet 20AMAX .

Low voltage alarm . 10.5£0.5V . 211V 422V . 10.5£0.5V . 211V I 42+2V
Low voltage shut down [ 10.0£0.5V I 20£1V . 40£2V 10.0£0.5V - 20£1V [ 40+£2V
Over voltage shut down - 16+0.5V : 321V 642V - 16£0.5V - 321V . 64£2V

Reverse polarity [ : - FUS-.“E -

Over load shut down 120% rated power( output voltage shut down.re-power on to recovery)

Overtemperature shutdown [ 75'C (shut down output voltage,repower on to recovery)
Working temperature - 0~+40°C @100% load;60°C @50% load
Working humidity 20%~90% RH non-condensing
Storage temperature - -30-70C

Certification CE-EMC/LVD;RoHS
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