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FrGafft#s Product Advantage
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L] Compact size and high power density;

L] High speed MPPT for real time power tracking and improved
energy harvesting;

L] Transformerless operation for highest efficiency:96.5%(95.5%
Euro);

L] High overload capability: works up to 1650W under most
ambient conditions;

L] Certified grid connected operation according to the
international standards;

L] Turrue Sine Wave Output;

L] Integrated RS-485/RS-232 serial communication;

L] Multi-language display.

L] Compact size and high power density;

L] High speed MPPT for real time power tracking and improved
energy harvesting;

L] Transformerless operation for highest efticiency:97%(96.2%
Euro);

L] High overload capability: works up to 2200W under most
ambient conditions;

L] Certified grid connected operation according to the
international standards:

L] Turrue Sine Wave Output;

L] Integrated RS-485/RS-232 serial communication;

L] Multi-language display.

L] Compact size and high power density;

L] High speed MPPT for real time power tracking and improved
energy harvesting;

Ll Transformerless operation for highest etficiency:97.2%(96.4%
Euro);

L] High overload capability: works up to 3400W under most
ambient conditions;

L] Certified grid connected operation according to the
international standards;

L] Turrue Sine Wave Output;

L] Integrated RS-485/R5-232 serial communication;

L] Multi-language display.
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Outdoor On-grid Solar Inverter
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OP-PSI-1500TL
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OP-PSI-2000TL
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OP-PSI-3000TL
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$51F Characteristics OP-PSI-1500TL OP-PSI-2000TL OP-PSI-3000TL
BNZE ( ERM )Input Data(DC side)

B A ER#EAINE Max.DC power 1750W 2300W 3660W

£ K B A\ E Max.DC voltage 450Vdc 500Vdc

MPPT $E Bl MPPT Operating range 100~450Vdc

B A EEZL Number of parallel inputs 1 2

MPPT R BzE& %% Number of MPPT trackers 1

B A% \NHB % Max.input current(total) 9A 10A 20A
S5 (355 M )Output Data(AC side)

2 E i HH I Nominal output power 1500W 2000W 3000W

B A% 1 Max. Output power 1650W 2200W 3400W

= 4 4 BB 5% Nominal output current 6.5A 8.7A 13A

B A& 8B i Max. output current 7.9A 10.5A 15.7A

e e ME [ Nominal AC voltage 230Vac

B8 ) B8, & SB BBl *AC voltage range* 190~265Vac

0 7E BB AR Nominal AC grid frequency 50Hz

B ) $5 ZR SE B *AC grid frequency range* 50 + 5Hz

ThE K 21 (cos ¢ )Power factor(cos ¢ ) >0.99

B R 1E % (THDI)Harmonic distortion(THDI)

<3%( B E % L ThE B} )<3%(at nominal output power)

JR Efficiency

B AR Max.effciency 96.5% 97% 97.2%
B M %Z Euro Efficency 95.5% 96.2% 96.4%
MTTP 2 & MPPT Efficency 99.6%

18 A &4 Genaral data

R~} (W/D/H ) Dimensions ( W/D/H ) 345 x 162 x 354 mm

8 Net weight 12Kg 15Kg 17Kg
T {E/& & Operating temperature range ~-25°C ~ +60°C

1222 Noise emission(typical) < 25 dB(A)

% [8)#E, Power consumption at night ow

SR Electrical isolation

T L8 Transformer-less

A #1757 Cooling concept

5 #8440 Natural cooling

BriRELR IP Code

IP65

1B ifl3 O Communication

RS-232(RS-485 TJ ik )RS-232(RS-485 is optional)

* B8 R 6 & SE B AR SE B BURA T 4 B4R, *AC grid voltage range and frequency range depend on local standards.

RIS 845 Sodel Summary A SBVEPRMTE Accord With International Standard
S Model # 1T Output power OP-PSI M ERHEEEHANER. e MBUERITR, B35 VDEO126-
R T e 1-1, DK5940, AS4777, IEC 62109-1, IEC62109-2, EN50178,

=Poi= EN61000, G83/1, CE.
OP-PSI-1500TL-S 1500W
OP—-PSI-2000TL 2000W OP-PSI INVERTERS MEET THE STANDARD FOR ON-GRID, SAFE
AND EMC,INCLUDING VDEQ126-1-1, DK5940, AS4777, IEC 621091,
St s UL 000w IEC62109-2, EN50178,EN61000, G83/1, CE.
OP-PSI-3000TL 3000W
OP-PSI-3000TL-S 3000W

*S EEXRTENE AR X *-S suffix indicate an integrated DC switch.
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