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Wall mounted Solar Inverter
P series 1000VA to SO00VA

-
Full protection:
Profection for low battery vofageover load output
short circuit and ovar-temparatune Restran surga
interference, iminate noise, protection for thunder
striking,provda the rellable power 1o the home
appliances.

Key Features:

O Pure sing wave inverter,

© Cold start function.

O Remate panel avalabla,

O Audo restart while AC is recovenng,

0 Owverlaad erd short aroud prodectian.

O Comgatibla o mans voltage or genarator power,

2 Seleclable charging curment hasad an appiications.

0 Configurabée AC/Solar input priority wia LCD setting.

© Bult-in W solar charge controber,

© Smart battery charger design for optimized batteny
perfarmanie.

0 Paralel operafion with up o units anly evailabe for
ARV ATBK A,

2 Selectable input wiltage range for hame appiances
and parsanal computers

Wall mounted Solar Inverter
M series 1000VA to S000VA

Key Features:

O Pure sine wave invertar,

© Cold slar lunclion.

© Remale panel avaiable.

O Ao restart while A5 is recovanng.

& Crveroad and short circuit protection

© Comgetibla to mars vollage or ganarabor poser,
O Selectable chargng cument based on applications.

O \With MPET solar change conrelicr,

o Configurable ACISolar input priorly wia LCD setting.

Model choose sheet
Raled Power A000NA ¢ 00 | 200000 | J0000A 1 28000W | 40000A, | S200W | SO00WA 3000
INFUT
\ioitage 230 VAC
Selecieble Voltags Range T0-280 VAC [Fer Parsonal Camputars] D0-2E0 VAC(For Hame Appliances)
Frequency Fange S0 HZB0 Hz (Auwio sansing)
DUTPUT
AC Valtage Reguiation [Baft. Mode) FAIOVAC £ 5%
Surga Powar POO0NA, 4000va | ALOOVA BOO0NA | 10000
Efficiancy [Paak] 9% g%
Transfar Tima 10 s (For Personal Computers) 20 mes (For Home Applances)
\Wiaveform Pure sine wava
BATTERY
Baltery Wollage 12 vDC 24 WD 4BVDC
Flaating Charge Vitage 13.5 VDG 2T VDG | 34 WDC
Creerchirge Proteckon 15.5%0C A wDC B0 VDC
SOLAR CHARGER & AC CHARGER
Mazimum PV feray Open Circuit Vollage SOVDIC GOvDC l 105VDC
Slandby Power Gonsumpton 1w FI =
Maxmum Soler Charge Curment 504, 508, 504,
Maximum AC Charge Curment 2054 304, G4
Maximum Charge Cument S04 508 1104
PHYSICAL
Dimension, D x W cH (mm) | Sma2aimain | 100x27 2355 | 1202952168
Flet Weight (kos) [ 5 | 6.4 [ &8 g8 | 98
DPFERATIMNG EMVIROKNMENT
Humdty 5% 10 85% Relative Humidity{Mon-condensing)
Oparating Temparature rCc=-E5C
Siorage Temperahure 15" G-60° G

Model choose sheet
Ratad Powar RMABOY 2RV B0 SHOA24000 AR AIROOW
INPLT
Wioltaga 230 VAL
Selactable Voltaga Ranga 170~280 WAC [For Parsonal Computars] 90—280 VACIFor Home Appliancas)
Fraquency Range S0 H2B0 He (Auto sersing)
QUTPUT
AL Voltege Reguiation (Batt. Mode) 230G £ 5%
Surge Power 200004, A000A BOO0YA BOO0YA
Effiency (Peak) 0% | 3%
Transher Trre 10 ms(For Personal Compulers) ;. 20ms {For Home Appliances)
Wavefarm Pure sine wave
BATTERY
Battery Volage 24 vDC 4avDc
Floating Charge Voltage 27WDE S4VDC
Owercharge Protecion 31vDC G0VDC
SOLAR CHARGER & AC CHARGER
Maximum PV Array Power SO0W GO AQ00W
MPFT Rargs @ Oparating Voltage A = BEVDG 30 = BEVIDC BOVDG ~116VDG
Maximum PV Array Open Circul Voltage TEWDIG TAVDC 145 VDE
hMaximum Solar Charge Current 258, 2548 B8
Maximum A Charge Current 208, | 304 304 i
taximum Charge Currant JEA, | 304 30 1404

AL charger and solar changer can’ twork 81 the samao bime.
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