POWER MASTER Technology Co., Lid.

8F, 651-3 Chung Cheng Road, Hsin-Chuang City, Taipei Hsien, Taiwan, R.0.C
Tel: 886-2-6626 6660 Web: www_powermaster.com.tw

Fax: BB6-2-6626 6800  E-mail; sales@powermaster.com.tw

We come from energy heavenly-Power Master

High-Technology, Excellent-Quality, Considerate-Service

TO RETURN ..

SAVE YOUR MONEY

T Series 2000W~5000W

D>

Power Master
Technology Co., Ltd

Grid Tie Inverter

Grid Tie Inverter is used in On Grid Solar System (no batteries).

T Series convert the direct current from solar panel into alternating
current and sell these green energy to the public utility company.

Grid Tie Inverter Connection System Diagram

PV Array -
Converts solar energy 10 DC electricity

Grid Tie Inverter -
Converts DC electricity to AC electricity
to use or export to the grid.

Feed-in Meter -
Grid Tie Inverter sell AC electricity to the
public utility company via feed-in meter,

Consumption Meter -

The public utility company will provide
AC electricity to electrical appliance via
consumption meter.

Indoor Distribution Panel -
AC electricity will be draw to electrical
appliance.

Monitoring Software -
To see the operational status and
electncity generated data.

Grid Tie Inverter Character

Twa Built-in Independent MPPT Boosters increase overall efficiency.
Conveclional Cooling System provided to guarantee quiet operation.

Compact Size, Light Weight, Easy installation.

Up to 96% high conversion efficiency

Advanced DSP Control Technology delivers accurate data

Mimic LCD Display

Higher MTBF Components Used

IP&S Cabinets for both Indoor and Outdoor Applications

VDE Certified to Ensure Safe Operation

Optional Monitoring Software provided to offer operational status and eleciricity generated data
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GT Series not only has green concept, but also can save your money.
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